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Reason for change:
(

A_MM_RELEASE_ind and A_LLC_RELEASE_ind in CAMEL_O_SMS_INIT are the signals which should be specified as the normative signals. If the name of a input signal does not fit into the input signal symbol, they name should be placed in a text extension symbol but not in a comment symbol.




Summary of change:
(

Change to the text extention from comment symbols.




Consequences if 
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not approved:
These signals would remain as the comments. No normative signal exists.
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7 (SDL CAMEL_O_SMS_INIT sheets 1 and 3)
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[image: image2.emf]/* A procedure in the MSC or SGSN

to perform CAMEL handling of mobile originated

SMS submission request.*/

Procedure CAMEL_O_SMS_INIT 1(3)

/* Signals to/from the right are to/from 

gsmSSF/gprsSSF (SMS_SSF).

Signals from the left are from MS,

unless otherwise stated. */

A_MM_RELEASE_ind,

A_LLC_RELEASE_ind

SMS-CSI

invocation?

Result :=

Continue

Store original 
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Wait_for_

SMS_SSF_
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Failure

Result :=

SMS_Aborted
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Info
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Figure 7.7a: Procedure CAMEL_O_SMS_INIT (sheet 1)

[image: image4.emf]/* A procedure in the MSC or SGSN

to perform CAMEL handling of mobile originated

SMS submission request.*/

Procedure CAMEL_O_SMS_INIT 3(3)

/* Signal to the right is to 

gsmSSF/gprsSSF (SMS_SSF).

Signals from the left are from MS.*/

DP_SMS_

Collected_Info

A_MM_RELEASE_ind,

A_LLC_RELEASE_ind

Int_SMS_

Failure

Result :=

SMS_Aborted


Figure 7.7c: Procedure CAMEL_O_SMS_INIT (sheet 3)
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