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Reason for change:
(

Current stage 1 requires the mobility management for GPRS subscribers to notify the CSE at MS-initiated GPRS detach. However the network-initiated GPRS detach is not required. 

As there is still possibility for the GPRS subscriber being detached by the network, the CSE shall be able to know the event, especially when the CSE is instructing the VPLMN to perform various actions, to terminate or change the instructions correctly. This capability is also important for the CSE to set the service to the target subscriber provisioned or deactivated due to this event.




Summary of change:
(

Network initiated GPRS detach is included.




Consequences if 
(

not approved:
The CSE is not notified upon network initiated GPRS detach. The CSE would not complete the (various) instruction when network detached the GPRS subscriber.
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Other comments:
(

This CR includes an editorial modification to categorise these event for the CS subscriber and for the GPRS subscriber. The additional event is marked in yellow shadow for easy identification by the reader (yellow shadow shall not be implemented into the specification).

12
Notification of non-traffic events to the CSE

12.1
Mobility management

It shall be possible to mark for a subscriber that a notification shall be sent to the CSE when the VPLMN has completed the processing of any one or more of the following mobility events:
-
For CS subscriber;
-
Location area update of MS to a different VLR service area;

-
Location area update of MS within the same VLR service area;



-
MS-initiated detach (e.g. MS switched off);


-
Network initiated detach (e.g. periodic location update of MS failed);

-
Attach of MS for a subscriber (e.g.MS switched on, successful location update after network initiated detach).


-
For GPRS subscriber;

-
Routeing area update of MS to a different SGSN service area;

-
Routeing area update of MS within the same SGNS service area;

-
MS-initiated detach (e.g. MS switched off);

-
Network initiated detach;
-
Attach of MS for a subscriber (e.g. MC switched on, successful routeing area update after network initiated detach.
The notification shall contain the following information if available:

-
Event met;

· Service Key;

-
IMSI;

-
Basic MSISDN;

-
Location information;

-
LSA identity; 

-
CAMEL phases supported at the VPLMN.
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