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Reason for change:

An acknowledgement is required for the Initiate Call Attempt operation so that when the gsmSCF initiates a call out of the blue it can send further instructions in the same dialogue.




Summary of change:

Introduction of an empty Initiate Call Attempt ack




Consequences if 

not approved:
Service limitation when initiating a call out of the blue




Clauses affected:

6.1.1 and 11.22.2.1
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Other comments:

This is listed in the open issues document (N2-010xxx), as item number x.

**** First Modified Section ****
6.1.1
Operations and arguments

.

.

.

initiateCallAttempt
{PARAMETERS-BOUND : bound} OPERATION ::= {


ARGUMENT

InitiateCallAttemptArg {bound}


RETURN RESULT
TRUE

ERRORS


{missingParameter |






parameterOutOfRange |






systemFailure |






taskRefused |






unexpectedComponentSequence |






unexpectedDataValue |






unexpectedParameter}


CODE


opcode-initiateCallAttempt}

-- Direction: gsmSCF -> gsmSSF, Timer Tica
-- This operation is used to instruct the gsmSSF to create a new call to a call party using the

-- address information provided by the gsmSCF.

.

.

.

**** Last Modified Section ****
11.22
InitiateCallAttempt

…

11.22.2
Responding entity (gsmSSF)

11.22.2.1
Normal procedure

gsmSSF Precondition:

-
none.

gsmSSF Postconditions:

1) A new O-BCSM has been created; call processing is suspended.

2) A return result is sent to the gsmSCF

3) The CS_gsmSSF process moves from the "Idle" state to the "Waiting For Instructions" state.

All subsequent operations are treated according to their normal procedures.

**** End of Document ****
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