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	Reason for change:
(

	TS 29.078 uses inconsistent references for the encoding of Called Party Number and Calling Party Number.

In the ASN.1 syntax (section 5.1 of TS 29.078), the following references are used for the encoding:

CalledPartyNumber
:
ITU-T Q.763

CallingPartyNumber
:
ETS 300 356‑1

In the procedure descriptions (section 11 of TS 29.078), the following references are used for the encoding:

-
calledPartyNumber:
This parameter contains the number used to identify the called party in the forward direction, i.e. see EN 300 356-1 [8]. This parameter shall be sent only in the Mobile Terminating, Mobile Forwarding and Mobile Originating on unsuccessful TDP cases.

-
callingPartyNumber:
This parameter carries the calling party number to identify the calling party or the origin of the call. See EN 300 356-1 [8] Calling Party Number signalling information.

This inconsistency shall be corrected. Called Party Number and Calling Party Number shall be encoded in accordance with ETSI EN 300 356-1. 

CAMEL Phases 2 also refers to ETSI EN 300 356-1 for the encoding of Called Party Number and Calling Party Number.
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	Change the reference for the encoding of Called Party Number from "ITU-T Q.763" into "ETS 300 356-1".
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*** For Information ***

Abstract from GSM TS 09.78 V6.5.0 (CAMEL Phase 2)

CalledPartyNumber


::= OCTET STRING (SIZE (minCalledPartyNumberLength ..





                    
 

maxCalledPartyNumberLength))

--  Indicates the Called Party Number. Refer to ETS 300 356‑1 [3] for encoding.

CallingPartyNumber


::= OCTET STRING (SIZE (minCallingPartyNumberLength ..






                    

 maxCallingPartyNumberLength))

--  Indicates the Calling Party Number. Refer to ETS 300 356‑1 [3] for encoding.

*** First Modification ***
5.1
Data types

-- The Definition of Common Data Types follows

CAP-datatypes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cap-datatypes(52) version3(2)}

-- This module contains the type definitions for the CAP v.3 data types.

DEFINITIONS IMPLICIT TAGS ::= BEGIN

…

< unmodified ASN.1 >

…

CalledPartyNumber {PARAMETERS-BOUND : bound} 
::= OCTET STRING (SIZE(


bound.&minCalledPartyNumberLength .. bound.&maxCalledPartyNumberLength))

-- Indicates the Called Party Number. Refer to ETS 300 356‑1 [8] for encoding.

CallingPartyNumber {PARAMETERS-BOUND : bound} 
::= OCTET STRING (SIZE(


bound.&minCallingPartyNumberLength .. bound.&maxCallingPartyNumberLength))

-- Indicates the Calling Party Number. Refer to ETS 300 356‑1 [8] for encoding.

…

< unmodified ASN.1 >

…

*** End of Document ***
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