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*** First modified part ***

3.2
Definitions

......

The following groups of non-GPRS subscriber information are defined:
.......

-
CAMEL subscription information (Group H):

-
Originating CAMEL Subscription Information (O-CSI);

-
Dialled Service CAMEL Subscription Information (D-CSI);

-
VMSC Terminating CAMEL Subscription Information (VT-CSI);

-
Supplementary Service Invocation Notification CAMEL Subscription Information (SS-CSI);

- 
Translation Information Flag CAMEL Subscription Information (TIF-CSI);


-
Mobile Originating Short Message Service CAMEL Subscription Information (MO-SMS-CSI);
-
Mobile Terminating Short Message Service CAMEL Subscription Information (MT-SMS-CSI);
-
Mobility Management Event Notification CAMEL Subscription Information (M-CSI).

-
LSA Information (Group I):

-
LSA data.

-
Super-Charger (SC) Information (Group K):

-
Age Indicator;

-
Location Services (LCS) information (Group X);

-
 GMLC List;

-
LCS Privacy Exception List;

-
MO-LR List.

· IST Information (Group J):

-
IST data.

· Bearer Service Priority Information (Group L):

-
Bearer Service Priority Data.
The following groups of GPRS subscriber information are defined:
........

-
SGSN CAMEL subscription information (Group P7):

-
GPRS CAMEL subscription information;


-
Mobile Originating Short Message Service CAMEL Subscription Information (MO-SMS-CSI);
-
Mobile Terminating Short Message Service CAMEL Subscription Information (MT-SMS-CSI);
-
Mobility Management Event for GPRS Notification CAMEL Subscription Information (MG-CSI).

-
LSA Information (Group P8):

-
LSA data.

-
 Super-Charger (SC) Information (Group P9):

-
Age Indicator.

-
Charging Information (Group P10):

· Subscribed Charging Characteristics.

-
Location Services (LCS) information (Group P11);

-
 GMLC List;

-
LCS Privacy Exception List;

· -
MO-LR List.

*** Next modified part ***

└─CAMEL Subscription Information
  │
  ├─ Originating CAMEL Subscription Info
  │  │
  │  ├─ TDP Data List
  │  │  │
  │  │  ├─ O-BCSM CAMEL TDP Data (1)
  │  │  │  │
  │  │  │  ├─ O-BCSM TDP
  │  │  │  ├─ DP Criteria
  │  │  │  ├─ Service Key
  │  │  │  ├─ gsmSCF Address
  │  │  │  ├─ Default Call Handling
  │  │  │
  │  │  ├─.....
  │  │  │
  │  │  ├─ O-BCSM CAMEL TDP Data (n)
  │  │     │
  │  │     ├─ O-BCSM TDP 
  │  │     ├─ DP Criteria
  │  │     ├─ Service Key  
  │  │     ├─ gsmSCF Address
  │  │     ├─ Default Call Handling
  │  │
  │  ├─ CAMEL Capability Handling
  │
  │
  ├─ Dialled Service CAMEL Subscription Info
  │  │
  │  ├── DP Criteria List
  │  │  │
  │  │  ├── DP Criterion (1)
  │  │  │  │
  │  │  │  ├── Service Key
  │  │  │  ├── gsmSCF Address
  │  │  │  ├── Default Call Handling
  │  │  │
  │  │  ├──.....
  │  │  │
  │  │  ├── DP Criterion (n)
  │  │     │
  │  │     ├── Service Key  
  │  │     ├── gsmSCF Address
  │  │     ├── Default Call Handling
  │  │
  │  ├── CAMEL Capability Handling
  │
  │
  ├─- VMSC Terminating CAMEL Subscription Info
  │  │
  │  ├── TDP Data List
  │  │  │
  │  │  ├─ VT-BCSM CAMEL TDP Data (1)
  │  │  │  │
  │  │  │  ├─ VT-BCSM TDP
  │  │  │  ├─ DP Criteria
  │  │  │  ├─ Service Key
  │  │  │  ├─ gsmSCF Address
  │  │  │  ├─ Default Call Handling
  │  │  │
  │  │  ├─.....
  │  │  │
  │  │  ├─ VT-BCSM CAMEL TDP Data (n)
  │  │     │
  │  │     ├─ VT-BCSM TDP 
  │  │     ├─ DP Criteria
  │  │     ├─ Service Key  
  │  │     ├─ gsmSCF Address
  │  │     ├─ Default Call Handling
  │  │
  │  ├─ CAMEL Capability Handling
  │
  │
  ├─ SS Invocation Notification CAMEL Subscription Info
  │  │
  │  ├─ Notification Criterion
  │  ├─ gsmSCF Address
  │  ├─ Activation Flag
  │  ├─ Notification Flag
  │  ├─ Notify on Change of Subscriber Data Flag
  │
  │
  ├─ Translation Information Flag CAMEL Subscription

  │                                      Information 
  │
  │
  ├─ MO SMS CAMEL Subscription Info
  │  ¦
  │
  ├─ MT SMS CAMEL Subscription Info
  │  ¦
  │
  ├─ Mobility Management Event Notification CAMEL

     │                          Subscription Info
     │
     ├─ Mobility Trigger List
     ├─ Service Key
     ├─ gsmSCF Address


NOTE:
For detailed information see GSM 03.72, GSM 03.78 and GSM 09.02.

Figure 15: CAMEL subscription info

*** Next modified part ***

├─SGSN CAMEL subscription information 
    │
    ├─ GPRS CAMEL Subscription Information
    │  │
    │  ├─ TDP Data List
    │  │
    │  │  ├─ GPRS CAMEL TDP Data (1)
    │  │  │  │
    │  │  │  ├─ GPRS TDP
    │  │  │  ├─ Service Key
    │  │  │  ├─ gsmSCF Address
    │  │  │  ├─ Default GPRS Handling
    │  │  │
    │  │  ├─....
    │  │  │
    │  │  ├─ GPRS CAMEL TDP Data (n)
    │  │  │  │
    │  │  │  ├─ GPRS TDP
    │  │  │  ├─ Service Key
    │  │  │  ├─ gsmSCF Address
    │  │  │  ├─ Default GPRS Handling
    │  │
    │  ├─ CAMEL Capability Handling
    │
    ├─ MO SMS CAMEL Subscription Info
    │
    ├─ MT SMS CAMEL Subscription Info
    │
    ├─ Mobility Management Event for GPRS Notification
    │   │                      CAMEL Subscription Info
    │   │
    │   ├─ Mobility Trigger List
    │   ├─ Service Key
    │   ├─ gsmSCF Address
    │

Figure 22: SGSN CAMEL subscription info
├─ MO SMS CAMEL Subscription Info
     │
     ├─ TDP Data List
     │  │
     │  ├─ MO SMS CAMEL TDP Data (1)
     │  │  │
     │  │  ├─ MO SMS TDP
     │  │  ├─ Service Key
     │  │  ├─ gsmSCF Address
     │  │  ├─ Default SMS Handling
     │  │
     │  ├─.....
     │  │
     │  ├─MO SMS CAMEL TDP Data (n)
     │     │
     │     ├─ MO SMS TDP 
     │     ├─ Service Key  
     │     ├─ gsmSCF Address
     │     ├─ Default SMS Handling
     │
     ├─ CAMEL Capability Handling


Figure 23a: MO SMS CAMEL Subscription Info
├─ MT SMS CAMEL Subscription Info
     │
     ├─ TDP Data List
     │  │
     │  ├─ MT SMS CAMEL TDP Data (1)
     │  │  │
     │  │  ├─ MT SMS TDP

     │  │  ├─ DP Criteria
     │  │  ├─ Service Key
     │  │  ├─ gsmSCF Address
     │  │  ├─ Default SMS Handling
     │  │
     │  ├─.....
     │  │
     │  ├─MT SMS CAMEL TDP Data (n)
     │     │
     │     ├─ MT SMS TDP

     │     ├─ DP Criteria
     │     ├─ Service Key
     │     ├─ gsmSCF Address
     │     ├─ Default SMS Handling
     │
     ├─ CAMEL Capability Handling


Figure 23b: MT SMS CAMEL Subscription Info
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