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**** FIRST MODIFIED SECTION    ****


5.2.4
IM-SSF to HSS information flows 

5.2.4.1 Update Location for IMS CSI Request

5.2.4.1.1 Description

This IF is used by the IM-SSF to request CAMEL Subscription Information and trigger related data from the HSS.

 5.2.4.1.1.1
Information Elements

Update Location for IMS CSI contains the following IE:

[editor’s note:  Differences from Rel99 MAP Update Location are shown in the table below.]

Information element name
Required
Description

IMSI
M


IM_SSF Address
M
Address of the IM_SSF in E.164 format

Supported CAMEL phases
C
This IE indicates which phases of CAMEL are supported. It shall be present if a CAMEL phase different from phase 1 is supported. Otherwise may be absent. 

5.2.4.2 Insert Subscriber Data Acknowledgement

5.2.4.2.1 Description

This IF is specified in 3GPP TS 29.002 and used by the IM-SSF to acknowledge the ISD IF.
 5.2.4.2.1.1
Information Elements

Insert Subscriber Data Ack contains the following CAMEL specific IE:

Information element name
Required
Description

SupportedCamelPhases
C
This IE identifies CAMEL Phase supported at the IM_SSF.  

C
Conditional (The IE shall be sent if the IM_SSF supports CAMEL).

5.2.5
HSS to IM-SSF information flows 

5.2.5.1
Update Location for IMS CSI Acknowledgement

5.2.5.1.1
Description

This IF is used by the HSS as response to the IM-SSF request for IMS CAMEL Subscription Information.

 5.2.5.1.1.1
Information Elements

Update Location for IMS CSI Ack contains the following CAMEL specific IE:

Information element name
Required
Description

HSS/HLR Address

M
Address in E.164 format

5.2.5.2
Insert Subscriber Data 

5.2.5.2.1
Description

This IF is specified in 3GPP TS 29.002 and used by the HSS/HLR to send subscriber data to the IM_SSF.

5.2.5.2.1.1  Information Elements

Insert Subscriber Data contains the following CAMEL phase 4 specific IE:

Information element name
Required
Description

O-IM-CSI
C
This IE identifies the subscriber as having originating IP Multimedia CAMEL services. 

D-IM-CSI 
C
This IE identifies the subscriber as having originating IP Multimedia CAMEL dialled services.

VT-IM-CSI
C
This IE identifies the subscriber as having terminating IP Multimedia CAMEL services.

C
Conditional (The IE shall be sent, if required).
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