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Other comments:
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This document only covers the MO case. If the principle is agreed, similar changes are required for the MT, VT and MF cases.

**** First Modified Section ****
7.1.1.3
Procedure OG_Call_Setup_MSC

…

Sheet 3, sheet 5: the procedure CAMEL_OCH_LEG1_MSC is specific to CAMEL phase 4 or later; it is specified in 3GPP TS 23.078 [12].

…

Sheet 5: the process CAMEL_OCH_LEG2_MSC is specific to CAMEL phase 4 or later; it is specified in 3GPP TS 23.078 [12].

…
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Figure 8a: Procedure OG_Call_Setup_MSC (sheet 1)
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Figure 8b: Procedure OG_Call_Setup _MSC (sheet 2)
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Figure 8c: Procedure OG_Call_Setup _MSC (sheet 3)
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Figure 8d: Procedure OG_Call_Setup _MSC (sheet 4)
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Figure 8e: Procedure OG_Call_Setup _MSC (sheet 5)
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Figure 8f: Procedure OG_Call_Setup _MSC (sheet 6)
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Figure 8g: Procedure OG_Call_Setup _MSC (sheet 7)
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Figure 8h: Procedure OG_Call_Setup _MSC (sheet 8)
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Figure 8i: Procedure OG_Call_Setup _MSC (sheet 9)
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Figure 8j: Procedure OG_Call_Setup _MSC (sheet 10)
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Figure 8k: Procedure OG_Call_Setup _MSC (sheet 11)
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