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Reason for change:
(

If Continue_Without_Leg2 is sent for a normal A-B call, the gsmSCF can send a Disconnect Leg operation during the set-up phase of the call leg. For consistency, it should also be possible for the gsmSCF to send a Disconnect Leg operation during the set-up phase of a gsmSCF-initiated call leg.




Summary of change:
(

Introduction of Disconnect Leg operation in Process CAMEL_ICA_MSC, in the following states:

· Wait_For_ICA_Call_Result,

· Wait_For_ICA_Call_Result2,

· Wait_For_ACM

Disconnect Leg operation is already allowed in Wait_For_Answer and Wait_For_Clear states.




Consequences if 
(

not approved:
Inconsistency and confusion about when Disconnect Leg operation is allowed.




Clauses affected:
(

4.5.6.1




Other specs
(


 Other core specifications
(



affected:

 Test specifications




 O&M Specifications





Other comments:
(

Correction is also made to sheet 6 (removal of Disconnect Leg as it is now covered in sheet 7)

**** Modified Section ****
4.5.6.1
Handling of gsmSCF initiated calls in the MSC

…

4.5.6.1.x
Actions of the MSC on receipt of Int_Disconnect_Leg

A Release is sent to the destination exchange. The release cause received in the Int_Disconnect_Leg is used. The process CAMEL_ ICA_MSC returns to idle.
…
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a gsmSCF initiated new call or
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Figure 4.82a: Process CAMEL_ICA_MSC (sheet 1)

[image: image2.emf]/* A process in the MSC to handle

a gsmSCF initiated new call or

new party set-up. */

Process CAMEL_ICA_MSC 2(7)
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Figure 4.82b: Process CAMEL_ICA_MSC (sheet 2)

[image: image3.emf]/* A process in the MSC to handle

a gsmSCF initiated new call or

new party set-up. */

Process CAMEL_ICA_MSC 3(7)

/* Signals to/from the right are to/from 

the destination exchange; Signals to/from 

the left are to/from the gsmSSF; 

unless otherwise stated. */
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Figure 4.82c: Process CAMEL_ICA_MSC (sheet 3)

[image: image4.emf]/* A process in the MSC to handle

a gsmSCF initiated new call or

new party set-up. */

Process CAMEL_ICA_MSC 4(7)

/* Signals to/from the right are to/from 

the destination exchange; Signals to/from 

the left are to/from the gsmSSF; 

unless otherwise stated. */
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Figure 4.82d: Process CAMEL_ICA_MSC (sheet 4)

[image: image5.emf]/* A process in the MSC to handle

a gsmSCF initiated new call or

new party set-up. */

Process CAMEL_ICA_MSC 5(7)
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unless otherwise stated. */
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Figure 4.82e: Process CAMEL_ICA_MSC (sheet 5)

[image: image6.wmf]/* A process in the MSC to handle

a gsmSCF initiated new call or

new party set-up. */

Process CAMEL_ICA_MSC
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Figure 4.82f: Process CAMEL_ICA_MSC (sheet 6)

[image: image8.wmf]/* A process in the MSC to handle

a gsmSCF initiated new call or

new party set-up. */

Process CAMEL_ICA_MSC
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Figure 4.82g: Process CAMEL_ICA_MSC (sheet 7)

…

**** End of Document ****
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