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Currently, the SCP does not get hand-over notifications in the case of intra-BSS hand-over. This is due to the fact that the Process "CAMEL_Change_of_Position_MSC" is not capable of receiving the signal "Handover_Performed". That signal is required to have the SCP informed about the intra-BSS hand-over.
Intra-BSS hand-over notifications are relevant for the SCP especially when the BSS covers a large Service Area.

The present CR proposes to add this signal to the mentioned process.

This signal shall then also be added to the processes "CAMEL_O_Change_of_Position_MSC" and "CAMEL_T_Change_of_Position_MSC".
The signals "Handover_Performed" and "Handover_Complete" are specified in 3GPP TS 48.008.
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*** First Modification ***

4.5.2
Handling of mobile originated calls

4.5.2.1
Handling of mobile originated calls in the originating MSC

The functional behaviour of the originating VMSC is specified in 3GPP TS 23.018 [13]. The procedures specific to CAMEL are specified in this subclause:

…

< unmodified >

…

4.5.2.1.11
Process CAMEL_O_CHANGE_OF_POSITION_MSC
The signals HANDOVER COMPLETE and HANDOVER PERFORMED are specified in 3GPP TS 48.008 [36]. Signals RELOCATION REQUEST ACKNOWLEDGE, LOCATION REPORT and LOCATION REPORTING COMMAND are specified in 3GPP TS 25.413 [31].
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*** Next Modification ***
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Figure c: Process CAMEL_O_CHANGE_OF_POSITION_MSC (sheet 3)
*** Next Modification ***
4.5.4
Handling of mobile terminating calls

4.5.4.1
Handling of mobile terminating calls in the terminating VMSC

…

< unmodified >

…

4.5.4.1.3
Process CAMEL_T_CHANGE_OF_POSITION_MSC
The signal HANDOVER COMPLETE and HANDOVER PERFORMED are specified in 3GPP TS 48.008 [36]. Signals RELOCATION REQUEST ACKNOWLEDGE, LOCATION REPORT and LOCATION REPORTING COMMAND are specified in 3GPP TS 25.413 [31].
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Figure c: Procedure CAMEL_T_CHANGE_OF_POSITION_MSC (sheet 3)
*** End of Document ***
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/* Signals to/from left are signal to/from the process
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/* Process to handle handover indication within MSC */
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