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**** FIRST MODIFIED SECTION    ****
3
Definitions and abbreviations

3.1
Definitions

IP Multimedia Core Network Service Switching Function (imcnSSF): functional entity that interfaces the IM-SSF to the gsmSCF. The concept of the imcnSSF is derived from the IN SSF, but uses different triggering mechanisms because of the nature of the mobile network.


IP Multimedia Service Switching Function (IM-SSF): functional entity that interfaces SIP to CAP.  

IP Multimedia Basic Call State Model (IM-BCSM): IM-BCSM provides a high-level model of CSCF activities required to establish and maintain communication paths for users. As such, it identifies a set of basic call activities in a CSCF and shows how these activities are joined together to process a basic call.

IP Multimedia CAMEL Subscription Information (IM-CSI): IM-CSI identifies the subscriber as having IP Multimedia CAMEL services.

IP Multimedia session: IP Multimedia session and IP Multimedia call are treated as equivalent in this specification.

Originating IP Multimedia Basic Call State Model (O-IM-BCSM): originating half of the IM-BCSM. The O-IM-BCSM corresponds to that portion of the IM-BCSM associated with the originating party.
Originating IP Multimedia CAMEL Subscription Information (O-IM-CSI): O-IM-CSI identifies the subscriber as having originating IP Multimedia CAMEL services.

Terminating IP Multimedia Basic Call State Model (T-IM-BCSM): terminating half of the IM-BCSM. The T-IM-BCSM corresponds to that portion of the IM-BCSM associated with the terminating party.
Terminating IP Multimedia CAMEL Subscription Information (T-IM-CSI): T-IM-CSI identifies the subscriber as having terminating IP Multimedia CAMEL services.

3.2
Abbreviations

Abbreviations used in the present document are listed in 3GPP TR 21.905 [1].

For the purposes of the present document, the following abbreviations apply:

BCSM
Basic Call State Model

CAMEL
Customized Applications for Mobile network Enhanced Logic

CAP
CAMEL Application Part

CSCF
Call State Control Function
D-IM-CSI
Dialled Service IP Multimedia CAMEL Subscription Information 
DP
Detection Point

EDP
Event Detection Point

FTN
Forwarded To Number

GPRS
General Packet Radio Service

gsmSCF
GSM Service Control Function

gsmSRF
GSM Specialised Resource Function

gsmSSF
GSM Service Switching Function

HPLMN
Home PLMN

HSS
Home Subscriber Server

IE
Information Element

IF
Information Flow

IP
Internet Protocol

ISC
IM-CN Service Control

I-CSCF
Interrogating CSCF

IM
IP Multimedia

IM-BCSM
IP Multimedia Basic Call State Model

IMCN
IP Multimedia Core Network

imcnSSF
IM CN Service Switching Function

IM-CSI
IP Multimedia CAMEL Subscription Information 

IM-SSF
IP Multimedia Service Switching Function 

IPLMN
Interrogating PLMN

MGCF
Media Gateway Control Function

MO
Mobile Originating

MT
Mobile Terminating

NNI
Network Node Interface

O-IM-BCSM
Originating IP Multimedia Basic Call State Model

O-IM-CSI
Originating IP Multimedia CAMEL Subscription Information

PIC
Point In Call

PLMN
Public Land Mobile Network

P-CSCF
Proxy CSCF

SIP
Session Initiation Protocol

S-CSCF
Serving CSCF

T-IM-BCSM
Terminating IP Multimedia Basic Call State Model

T-IM-CSI
Terminating IP Multimedia CAMEL Subscription Information 

TDP
Trigger Detection Point

UNI
User Network Interface

VPLMN
Visited PLMN

**** SECOND MODIFIED SECTION    ****
4
CAMEL/IP Multimedia Core Network Interworking 


4.1
Architecture

This subclause describes the functional architecture needed to support CAMEL interactions with the S-CSCF in the IP Multimedia Subsystem. The IM-SSF is a SIP Application Server that interfaces SIP to CAP. The generic SIP Application Server behaviour of the IM-SSF is specified in TS 23.218[5].

**** THIRD MODIFIED SECTION    ****
4.1.1
Functional Entities used for CAMEL at IP Multimedia Registration

Figure 4.1.1 shows the functional entities involved when an MS registers for IP Multimedia session requiring CAMEL support. General registration procedure is detailed in TS 23.228. Upon notification of a UE’s registration, the IM-SSF requests O-IM-CSI, D-IM-CSI, VT-IM-CSI data from the HSS over the Si interface.
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Figure 4.1.1: Functional architecture for support of CAMEL when mobile registers for IP Multimedia session

**** FOURTH MODIFIED SECTION    ****
4.1.2
Functional Entities used for CAMEL for MO and MT IP Multimedia session

Figure 4.1.2 shows the functional entities involved in a Mobile Originated IP Multimedia session requiring CAMEL support. The same functional architecture applies in a Mobile Terminated IP Multimedia session for CAMEL.
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Figure 4.1.2: Functional architecture for support of CAMEL control of a MO IP Multimedia session

**** FIFTH MODIFIED SECTION    ****
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]
3GPP TR 21.905: "3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; Vocabulary for 3GPP Specifications".

[2]
3GPP TS 22.078: "3rd Generation Partnership Project; Technical Specification Group Services and System Aspects; Customised Applications for Mobile network Enhanced Logic (CAMEL);Service description, Stage 1".

[3]
3GPP TS 22.228: "3rd Generation Partnership Project; Technical Specification Group Systems Aspects; IP Multimedia (IM) Subsystem –Stage 1.

[4]
3GPP TS 23.228: "3rd Generation Partnership Project; Technical Specification Group Systems Aspects; IP Multimedia (IM) Subsystem –Stage 1.

[5]
3GPP TS 23.218: "3rd Generation Partnership Project; Technical Specification Group Core Networks; IP Multimedia (IM) Session Handling; IP Multimedia Call Model.

[6]
3GPP TS 24.228: "3rd Generation Partnership Project; Technical Specification Group Core Networks; Signalling flows for the IP multimedia call control based on SIP and SDP.

[7]
3GPP TS 29.002: "3rd Generation Partnership Project; Technical Specification Group Core Network; Mobile Application Part (MAP) specification".

[8]
3GPP TS 29.078: "3rd Generation Partnership Project; Technical Specification Group Core Network; Customised Applications for Mobile network Enhanced Logic (CAMEL) Phase 3 CAMEL Application Part (CAP) specification".

[9]
3GPP TS 23.078: “3rd Generation Partnership Project; Technical Specification Group Core Network; Customised Applications for Mobile network Enhanced Logic (CAMEL) Phase 3 – Stage 2 “.
[10]
IETF RFC 2543bis: "SIP: Session Initiation Protocol”.
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