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Tdoc N2-011028 (agreed at CN2#21 in Cancun) introduced the MidCall DP into the SDLs. However, the handling in the state DP_O_MidCall and DP_T_MidCall were marked as FFS. this contribution introduces the handling.




Summary of change:
(

In the state DP_O_MidCall for Leg1 in the Originating MSC and the state DP_T_MidCall for Leg2 in the VMSC, it is possible to receive the following signals:

From the BSS:

· Release Transaction

· Hold Request

· Retrieve Request

· ECT Request

· MPTY Request

From the gsmSSF:

· Int_Release Call

· Int_Disconnect Leg

· Int_Export Leg

· Int_Continue

· Int_Continue With Argument
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not approved:
No specified handling in the DP_O_MidCall and DP_T_MidCall states.
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4.5.2.1 and 4.5.4.1
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Other comments:
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Changes since the previous version: Update of base version.

**** First Modified Section ****
4.5.2.1
Handling of mobile originated calls in the originating MSC

…

[image: image1.emf]/* A procedure in the MSC to 

handle leg 1 in a CPH configuration. */

Procedure CAMEL_OCH_LEG1_MSC 1(6)

/* Signals to/from the left are to/from the BSS

Signals to/from the right are to/from the gsmSSF
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Figure 4.29a: Procedure CAMEL_OCH_LEG1_MSC (sheet 1)

[image: image2.emf]/* A procedure in the MSC to 

handle leg 1 in a CPH configuration. */

Procedure CAMEL_OCH_LEG1_MSC 2(6)

/* Signals to/from the left are to/from the BSS

Signals to/from the right are to/from the gsmSSF

unless otherwise stated */ 
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Figure 4.29b: Procedure CAMEL_OCH_LEG1_MSC (sheet 2)

[image: image3.emf]/* A procedure in the MSC to 

handle leg 1 in a CPH configuration. */

Procedure CAMEL_OCH_LEG1_MSC 3(6)

/* Signals to/from the left are to/from the BSS

Signals to/from the right are to/from the gsmSSF

unless otherwise stated */ 
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Figure 4.29c: Procedure CAMEL_OCH_LEG1_MSC (sheet 3)

[image: image4.wmf]/* A procedure in the MSC to 

handle leg 1 in a CPH configuration. */

Procedure CAMEL_OCH_LEG1_MSC

4(6)

/* Signals to/from the left are to/from the BSS

Signals to/from the right are to/from the gsmSSF

unless otherwise stated */ 
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Figure 4.29d: Procedure CAMEL_OCH_LEG1_MSC (sheet 4)

[image: image6.wmf]/* A procedure in the MSC to 

handle leg 1 in a CPH configuration. */

Procedure CAMEL_OCH_LEG1_MSC

5(6)

/* Signals to/from the left are to/from the BSS

Signals to/from the right are to/from the Process

Subs_FSM (See 3GPP TS 23.018). */ 
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Figure 4.29e: Procedure CAMEL_OCH_LEG1_MSC (sheet 5)

[image: image8.wmf]/* A procedure in the MSC to 

handle leg 1 in a CPH configuration. */

Procedure CAMEL_OCH_LEG1_MSC

6(6)

/* Signals to/from the left are to/from the BSS

Signals to/from the right are to/from the gsmSSF

unless otherwise stated */ 
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Figure 4.29f: Procedure CAMEL_OCH_LEG1_MSC (sheet 6)

…
**** Next Modified Section ****
4.5.4.1
Handling of mobile terminating calls in the terminating VMSC

…

[image: image10.wmf]/* A procedure in the MSC to

handle leg 2 of an active call. */

Procedure CAMEL_ICH_LEG2_MSC

1(3)

/* Signals to/from the left are to/from the gsmSSF;

Signals to/from the right are to/from the BSS;

unless otherwise stated. */ 
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Figure 4.66a: Procedure CAMEL_ICH_LEG2_MSC (sheet 1)

[image: image12.wmf]/* A procedure in the MSC to

handle leg 2 of an active call. */

Procedure CAMEL_ICH_LEG2_MSC

2(3)

/* Signals to/from the left are to/from the Subs_FSM

(See 3GPP TS 23.018); Signals to/from the right are

to/from the BSS; unless otherwise stated. */ 
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Figure 4.66b: Procedure CAMEL_ICH_LEG2_MSC (sheet 2)

[image: image14.wmf]/* A procedure in the MSC to

handle leg 2 of an active call. */

Procedure CAMEL_ICH_LEG2_MSC

3(3)

/* Signals to/from the left are to/from the gsmSSF;

Signals to/from the right are to/from MT_CF_MSC;

unless otherwise stated. */ 
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Figure 4.66c: Procedure CAMEL_ICH_LEG2_MSC (sheet 3)

…
**** End of Document ****
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