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**** First Modified Section ****
4.5.4.1
Handling of mobile terminating calls in the terminating VMSC

The functional behaviour of the terminating VMSC is specified in 3GPP TS 23.018 [13]. 

The behaviour specific to CAMEL is:

-
the inclusion of the O‑CSI and/or D‑CSI parameter in the Perform Call Forwarding information flow sent to the process MT_CF_MSC if O‑CSI and/or D‑CSI was received in the Send Info For Incoming Call ack information flow;

-
the requirement to suppress the connection of announcements or tones if the VLR includes the suppression of announcements parameter in the Send Info For Incoming Call negative response information flow.

The processes and procedures specific to CAMEL are specified in this subclause:

-
Procedure CAMEL_ICH_VLR;

-
Procedure CAMEL_O_CSI_Check_VLR;

-
Procedure CAMEL_D_CSI_Check_VLR;

-
Procedure CAMEL_VT_CSI_Check_VLR;

-
Procedure CAMEL_ICH_MSC_INIT;

-
Procedure CAMEL_MT_VMSC_Notify_CF;

-
Procedure CAMEL_ICH_LEG2_MSC;

-
Procedure CAMEL_ICH_LEG2_CF_MSC;

-
Process CAMEL_ICH_LEG1_MSC;

-
Procedure CAMEL_ICH_RECONNECT_MSC;

-
Process CAMEL_T_CHANGE_OF_POSITION_MSC.
The procedure CAMEL_ICH_LEG2_MSC supervises the terminating party only. The procedure CAMEL_ICH_LEG2_CF_MSC supervises the forwarded-to party only. The process CAMEL_ICH_LEG1_MSC supervises the originating party only. Hence, signals from the BSS are received by the procedure CAMEL_ICH_LEG2_MSC, signals from the destination exchange are received by the procedure CAMEL_ICH_LEG2_CF_MSC and signals from the originating exchange are received by the process CAMEL_ICH_LEG1_MSC.

**** End of Document ****
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