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The handling if a DP is armed, either as EDP-R or EDP-N, several times by the Request Report BCSM Event IF before this event occurs is not mentioned in the specification. One gsmSSF may return error, and the other may accept and overwrite the current setting by the new RRB. 

Various interpretation would cause interworking problem in the multivendor environment.




Summary of change:
(

In general, the lastest RRB overwrites the previous RRB for this DP.

A health warning is proposed that, if a RRB contaied Application Timer IE for No_Answer DP, overwriting by a new RRB leads an unpredictable behaviour of the gsmSSF.
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*** First modified part ***

5
Detection Points (DPs)

5.1
Definition and description

. . . 

5.1.1
Arming/disarming mechanism

The mechanism by which the DP is armed. A DP may be statically armed or dynamically armed. 

The following arming rules apply:

-
DP for mobile terminating call handling is statically armed in GMSC as result of T-CSI delivery from HLR. DP for forwarding leg handling is statically armed in GMSC as result of O-CSI delivery from HLR. DP for mobile originating call or forwarded leg handling is statically armed in VMSC as result of O-CSI delivery from VLR. 

-
A DP is dynamically armed by the gsmSCF within the context of a CAMEL control relationship (between the gsmSSF and the gsmSCF).

-
A Request Report BCSM Event information flow for a detection point overwrites any previous Request Report BCSM Event information flow for that detection point.
The following disarming rules apply:

-
A statically armed DP is disarmed when a O/T-CSI is withdrawn in the HLR. Only TDP-Rs can be disarmed using this mechanism.

-
If an armed EDP is met, then it is disarmed.

-
If an EDP is met that causes the release of the related leg, then all EDPs related to that leg are disarmed.

-
If a call is released, then all EDPs related to that call are disarmed.

-
If an EDP is met, then other EDPS are disarmed, in accordance with the implicit disarming rule table (see section 7.4).

-
If an EDP is armed, it can be explicitly disarmed by the gsmSCF by means of the RequestReportBCSMEvent information flow.
*** First modified part ***

9.2.12
Request Report BCSM Event

9.2.12.1
Description

This IF is used to request the gsmSSF to monitor for a call-related event, then send a notification back to the gsmSCF when the event is detected (see Event Report BCSM).
9.2.12.2
Information Elements

The following information elements are used:

Information element name
MO
MF
MT
Description

BCSM Event
M
M
M
This IE specifies the event or events of which a report is requested.

M
Mandatory (The IE shall always be sent)

BCSM Event contains the following information:

Information element name
MO
MF
MT
Description

Event type
M
M
M
This IE specifies the type of event of which a report is requested.

Leg ID
C
C
C
This IE indicates the party in the call for which the event shall be reported.

Monitor Mode
M
M
M
This IE indicates how the event shall be reported.

DP Specific Criteria
O
O
O
This IE is described in the next table.

M
Mandatory (The IE shall always be sent)

C
Conditional

O
Optional (Service logic dependent)

DP Specific Criteria is defined as:

Information element name
MO
MF
MT
Description

Application Timer
O
O
O
This IE carries additional timer duration information (timer values for No Answer event) required for arming No_Answer EDPs in the gsmSSF. The TNRy timer (value defined between 10s and 40s) shall be shorter than the network no answer timer.

O
Optional (Service logic dependent)
NOTE:
If a Request Report BCSM Event information flow overwrites previous Request Report BCSM Event information flow which contained Application Timer IE for No_Answer DP, the behaviour of the gsmSSF is unpredictable.
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