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**** First Modified Section ****
4.5.2.1
Handling of mobile originated calls in the originating MSC

…
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Figure 4.20a: Procedure CAMEL_OCH_ETC (sheet 1)
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Figure 4.20b: Procedure CAMEL_OCH_ETC (sheet 2)
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Figure 4.20c: Procedure CAMEL_OCH_ETC (sheet 3)
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Figure 4.21a: Procedure CAMEL_OCH_CTR (sheet 1)
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Figure 4.21b: Procedure CAMEL_OCH_CTR (sheet 2)
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Figure 4.21c: Procedure CAMEL_OCH_CTR (sheet 3)
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Figure 4.21d: Procedure CAMEL_OCH_CTR (sheet 4)

…

**** Next Modified Section ****
4.5.3.1
Retrieval of routeing information in the GMSC

…
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Figure 4.38a: Procedure CAMEL_MT_ETC (sheet 1)
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Figure 4.38b: Procedure CAMEL_MT_ETC (sheet 2)
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Figure 4.38c: Procedure CAMEL_MT_ETC (sheet 3)
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Figure 4.39a: Procedure CAMEL_MT_CTR (sheet 1)
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Figure 4.39b: Procedure CAMEL_MT_CTR (sheet 2)
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Figure 4.39c: Procedure CAMEL_MT_CTR (sheet 3) 
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Figure 4.39d: Procedure CAMEL_MT_CTR (sheet 4)

…
**** Next Modified Section ****
4.5.5
Handling of forwarded calls

…
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Figure 4.61a: Process CAMEL_CF_ETC (sheet 1)
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Figure 4.61b: Procedure CAMEL_CF_ETC (sheet 2)
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Figure 4.61c: Procedure CAMEL_CF_ETC (sheet 3)
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Figure 4.62a: Process CAMEL_CF_CTR (sheet 1)
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Figure 4.62b: Procedure CAMEL_CF_CTR (sheet 2)
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Figure 4.62c: Procedure CAMEL_CF_CTR (sheet 3)
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Figure 4.62d: Procedure CAMEL_CF_CTR (sheet 4)

**** End Of Document ****
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