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Reason for change:
(

There is ongoing confusion about the CAMEL parameters which are OPTIONAL in ASN.1, but MANDATORY or CONDITIONAL in TS 23.078. Designers who are not too involved in the structure of TS 23.078 and TS 29.078 often assume that parameters which are marked as OPTIONAL in CAP may be freely omitted from a CAP Operation, by virtue of their syntactical optionality.

However, it is TS 23.078 which dictates which parameters shall be present under which circumstances.
The present CR proposes informative, clarifying text in the Procedure descriptions to remove the above referred ambiguity.
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Add clarifying text in the Procedure descriptions.
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not approved:
Retention of ambiguity.
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*** First Modification ***

11
Detailed operation procedures for circuit switched call control

NOTE:
The detailed operation procedures in this clause which cross reference the gsmSCF FSMs for the pre‑ and postconditions are for information only.

NOTE
Where a parameter for a circuit switched call control Operation is marked OPTIONAL in ASN.1, the reader is referred to the conditions for presence for this parameter, specified in the respective Information Flow in 3GPP TS 23.078 [7].
*** Next Modification ***

12
Detailed operation procedures for SMS control

NOTE:
For Short Message processing in a Circuit Switched network, the CAMEL interaction with SMS is done through the MSC/smsSSF.
For Short Message processing in a Packet Switched network, the CAMEL interaction with SMS is done through the SGSN/smsSSF.

Any reference to the smsSSF applies to both the smsSSF co-located with the MSC and the smsSSF co-located with the SGSN.

NOTE
Where a parameter for an SMS control Operation is marked OPTIONAL in ASN.1, the reader is referred to the conditions for presence for this parameter, specified in the respective Information Flow in 3GPP TS 23.078 [7].
*** Next Modification ***

13
Detailed operation procedures for GPRS control

NOTE
Where a parameter for a GPRS control Operation is marked OPTIONAL in ASN.1, the reader is referred to the conditions for presence for this parameter, specified in the respective Information Flow in 3GPP TS 23.078 [7].
*** End of Document ***
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