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Reason for change:
(

The Reconnect procedures (CAMEL_OCH_RECONNECT_MSC, CAMEL_MT_RECONNECT_GMSC, CAMEL_ICH_RECONNECT_MSC and CAMEL_MF_RECONNECT_MSC) do not currently handle the Int_MidCall, Int_Disconnect_Leg or Int_Export_Leg signals.




Summary of change:
(

Within all four Reconnect procedures:

· Introduction of Int_MidCall and appropriate handling

· Introduction of Int_Export Leg and appropriate handling

· Introduction of Int_Disconnect Leg and appropriate handling

Plus the introduction of Int_Release_Call in the Wait_For_Answer state in CAMEL_ICH_RECONNECT_MSC and appropriate handling, as this was previously not included.




Consequences if 
(

not approved:
Int_MidCall, Int_Disconnect_Leg and Int_Export_Leg will not be possible during the reconnection of Leg2.




Clauses affected:
(

4.5.2.1, 4.5.3.1, 4.5.4.1 and 4.5.5




Other specs
(


 Other core specifications
(



affected:

 Test specifications




 O&M Specifications





Other comments:
(

Changes since the previous version (within all four Reconnect procedures): Handling of the Result = Pass/Fail decision box after CAMEL_EXPORT_LEG_MSC and removal of "Modify call parameters with received information" task box on receipt of CWA at MidCall DP.

**** First Modified Section ****
4.5.2.1
Handling of mobile originated calls in the originating MSC

…

[image: image1.emf]/* A procedure in the MSC to handle a

reconnection after leg 2 disconnects */

Procedure CAMEL_OCH_RECONNECT_MSC 1(6)

/* Signals to/from the right are 

  to/from the destination exchange .*/
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Figure 4.32a: Procedure CAMEL_OCH_RECONNECT_MSC (sheet 1)
[image: image2.emf]/* A procedure in the MSC to handle a

reconnection after leg 2 disconnects */

Procedure CAMEL_OCH_RECONNECT_MSC 2(6)

/* Signals to/from the right are 

  to/from the destination exchange .*/
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Figure 4.32b: Procedure CAMEL_OCH_RECONNECT_MSC (sheet 2)
[image: image3.emf]/* A procedure in the MSC to handle a

reconnection after leg 2 disconnects */

Procedure CAMEL_OCH_RECONNECT_MSC 3(6)

/* Signals to/from the right are 
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Figure 4.32c: Procedure CAMEL_OCH_RECONNECT_MSC (sheet 3)
[image: image4.emf]/* A procedure in the MSC to handle a

reconnection after leg 2 disconnects */

Procedure CAMEL_OCH_RECONNECT_MSC 4(6)

/* Signals to/from the right are 

  to/from the destination exchange .*/
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Figure 4.32d: Procedure CAMEL_OCH_RECONNECT_MSC (sheet 4)
[image: image5.wmf]/* A procedure in the MSC to handle a

reconnection after leg 2 disconnects */

Procedure CAMEL_OCH_RECONNECT_MSC

5(7)

/* Signals to/from the right are 

  to/from the destination exchange .*/
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Figure 4.32e: Procedure CAMEL_OCH_RECONNECT_MSC (sheet 5)
[image: image7.wmf]/* A procedure in the MSC to handle a

reconnection after leg 2 disconnects */

Procedure CAMEL_OCH_RECONNECT_MSC

6(7)

/* Signals to/from the right are 

  to/from the destination exchange;

  Signals to/from the left are

  to/from the gsmSSF .*/
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Figure 4.32f: Procedure CAMEL_OCH_RECONNECT_MSC (sheet 6)

[image: image9.wmf]/* A procedure in the MSC to handle a

reconnection after leg 2 disconnects */

Procedure CAMEL_OCH_RECONNECT_MSC

7(7)

/* Signals to/from the right are 

  to/from the destination exchange;

  Signals to/from the left are
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Figure 4.32g: Procedure CAMEL_OCH_RECONNECT_MSC (sheet 7)

…

**** Next Modified Section ****
4.5.3.1
Retrieval of routeing information in the GMSC

…

[image: image10.emf]/* A procedure in the GMSC to handle a

reconnection after leg 2 disconnect. */

Procedure CAMEL_MT_RECONNECT_GMSC 1(4)
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Figure 4.53a: Procedure CAMEL_MT_RECONNECT_GMSC (sheet 1)
[image: image11.emf]/* A procedure in the GMSC to handle a

reconnection after leg 2 disconnect. */

Procedure CAMEL_MT_RECONNECT_GMSC 2(4)

/* Signals to/from the right are to/from 

    the destination exchange. */
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Figure 4.53b: Procedure CAMEL_MT_RECONNECT_GMSC (sheet 2)
[image: image12.emf]/* A procedure in the GMSC to handle a

reconnection after leg 2 disconnect. */

Procedure CAMEL_MT_RECONNECT_GMSC 3(4)

/* Signals to/from the right are to/from 

    the destination exchange. */
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Figure 4.53c: Procedure CAMEL_MT_RECONNECT_GMSC (sheet 3)
[image: image13.wmf]/* A procedure in the GMSC to handle a

reconnection after leg 2 disconnect. */

Procedure CAMEL_MT_RECONNECT_GMSC

4(5)

/* Signals to/from the right are to/from 

    the destination exchange;

    Signals to/from the left are to/from

     the gsmSSF.  */
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Figure 4.53d: Procedure CAMEL_MT_RECONNECT_GMSC (sheet 4)
[image: image15.wmf]/* A procedure in the GMSC to handle a

reconnection after leg 2 disconnect. */

Procedure CAMEL_MT_RECONNECT_GMSC

5(5)

/* Signals to/from the right are to/from 

    the destination exchange;
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     the gsmSSF.  */
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Figure 4.53e: Procedure CAMEL_MT_RECONNECT_GMSC (sheet 5)
**** Next Modified Section ****
4.5.4.1
Handling of mobile terminating calls in the terminating VMSC

…
[image: image16.wmf]/* A proecedure in the MSC to handle  

a reconnection after leg 2 disconnect */

Procedure CAMEL_ICH_RECONNECT_MSC

1(5)

/* Signals to/from the right are to/from the VLR;

    Signals to/from the left are to/from the gsmSSF;

    unless otherwise stated. */
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Figure 4.70a: Procedure CAMEL_ICH_RECONNECT_MSC (sheet 1)

CR Editor's note: CAMEL_ICH_RECONNECT_MSC (sheet 1) was pasted incorrectly. This is corrected above for information.
[image: image18.emf]/* A proecedure in the MSC to handle  

a reconnection after leg 2 disconnect */

Procedure CAMEL_ICH_RECONNECT_MSC 2(4)

/* Signals to/from the right are to/from the VLR;

    Signals to/from the left are to/from the gsmSSF;

    unless otherwise stated. */
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Figure 4.70b: Procedure CAMEL_ICH_RECONNECT_MSC (sheet 2)
[image: image19.wmf]/* A proecedure in the MSC to handle  

a reconnection after leg 2 disconnect */

Procedure CAMEL_ICH_RECONNECT_MSC

3(5)

/* Signals to/from the right are to/from 
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    Signals to/from the left are to/from 

    the process MT_CF_MSC;

    unless otherwise stated. */
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Figure 4.70c: Procedure CAMEL_ICH_RECONNECT_MSC (sheet 3)
[image: image21.wmf]/* A proecedure in the MSC to handle  

a reconnection after leg 2 disconnect */

Procedure CAMEL_ICH_RECONNECT_MSC

4(5)

/* Signals to/from the right are 

    to/from the destination exchange;

    signals to/from the left are

    to/from the gsmSSF. */
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Figure 4.70d: Procedure CAMEL_ICH_RECONNECT_MSC (sheet 4)
[image: image23.wmf]/* A proecedure in the MSC to handle  

a reconnection after leg 2 disconnect */

Procedure CAMEL_ICH_RECONNECT_MSC

5(5)

/* Signals to/from the right are 

    to/from the destination exchange;

    signals to/from the left are

    to/from the gsmSSF. */
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Figure 4.70e: Procedure CAMEL_ICH_RECONNECT_MSC (sheet 5)
…
**** Next Modified Section ****
4.5.5
Handling of forwarded calls

…

[image: image24.emf]/* A procedure in the MSC to handle 

a reconnection after leg 2 disconnects */

Procedure CAMEL_MF_RECONNECT_MSC 1(3)
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Figure 4.84a: Procedure CAMEL_MF_RECONNECT_MSC (sheet 1)
[image: image25.emf]/* A procedure in the MSC to handle 

a reconnection after leg 2 disconnects */

Procedure CAMEL_MF_RECONNECT_MSC 2(3)

/* Signals to/from the right are 

    to/from the destination exchange. */
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Figure 4.84b: Procedure CAMEL_MF_RECONNECT_MSC (sheet 2)
[image: image26.wmf]/* A procedure in the MSC to handle 

a reconnection after leg 2 disconnects */

Procedure CAMEL_MF_RECONNECT_MSC

3(4)

/* Signals to/from the right are 
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    unless otherwise stated. */
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Figure 4.84c: Procedure CAMEL_MF_RECONNECT_MSC (sheet 3)
[image: image28.wmf]/* A procedure in the MSC to handle 

a reconnection after leg 2 disconnects */

Procedure CAMEL_MF_RECONNECT_MSC

4(4)

/* Signals to/from the right are 

    to/from the destination exchange;

    signals to/from the left are

    to/from the gsmSSF

    unless otherwise stated. */
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Figure 4.84d: Procedure CAMEL_MF_RECONNECT_MSC (sheet 4)
**** End of Document ****
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