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Reason for change:
(

If a mobile forwarding call at the MSC is matched one of the criteria in D/N-CSI and it invokes Initial DP IF, the location information is available. There is no prohibiting sending this IE, rather this information may need to provide the location-based service, for example, as required for the MO call.




Summary of change:
(

Include the location information IE also in the MF call. It would be reasonable to note as the same as in the VT case.




Consequences if 
(

not approved:
Location based services for the MF is never possible.




Clauses affected:
(

4




Other specs
(


 Other core specifications
(



affected:

 Test specifications




 O&M Specifications





Other comments:
(

This CR assumes that, if the dialogue between the gsmSSF and the gsmSCF is invoked due to the D-CSI or N-CSI after the call forwarding procedure, the information elements in the MF column shall apply.

4.6.1.9
Initial DP

4.6.1.9.1
Description

This IF is generated by the gsmSSF when a trigger is detected at a DP in the BCSM, to request instructions from the gsmSCF.

4.6.1.9.2
Information Elements

(Note: IEs in the NC columns in this IF may need further study.)

Information element name
MO
MF
MT
VT
NC
NP
Description

...








No change








...








Location Information
M
C
C
M
-
-
This IE is described in a table below.

...








No change








...








Location Information is defined in 3GPP TS 23.018 [12]. The following differences apply:

Information element name
MO
MF
MT
VT
NC
NP
Description

Location Number
-
C
C
C
-
-
See 3GPP TS 23.018 [12].

Service area ID
C,E
C,E
C,E
C,E
-
-
See 3GPP TS 23.018 [12].

Cell ID
C,E
C,E
C,E
C,E
-
-
See 3GPP TS 23.018 [12].

Geographical information
C
C
C
C
-
-
See 3GPP TS 23.018 [12].

Geodetic information
C
C
C
C
-
-
See 3GPP TS 23.018 [12].

VLR number
M
M
C
M
-
-
See 3GPP TS 23.018 [12].

Age Of location information
M
C
C
C
-
-
See 3GPP TS 23.018 [12].

Current Location Retrieved
-
-
-
-
-
-
Not applicable

Location area ID
C,E
C,E
C,E
C,E
-
-
See 3GPP TS 23.003 [7].

Selected LSA Identity
S
S
S
S
-
-
This IE indicates the LSA identity associated with the current position of the MS. It shall be present if the LSA ID in the subscriber data matches the LSA ID of the current cell. In the case of multiple matches the LSA ID with the highest priority shall be present. See 3GPP TS 23.073 [17].
This IE shall be present if available and SoLSA is supported, otherwise it shall be absent.
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