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Vodafone is active in the GSM-A IREG CAMEL group who are in the process of writing test cases for CAMEL Phase 3. At the last meeting (16th – 17th July in Brussels) the following questions were identified. TSG-CN2 are asked to provide clarification on these issues and Vodafone will pass the information back to the GSM-A IREG CAMEL group.

GPRS:

1. Is it possible to send Apply Charging GPRS when there are no armed detection points (but processing is suspended at Waiting_For_Instructions? Is the existence of a pending report sufficient to maintain a control relationship? There seem to be differing views on whether this will be a monitor or control relationship. How can we distinguish what is possible in a monitor as oppose to a control relationship?

2. If there is a CAMEL3 GPRS monitor relationship, is Entity Released GPRS sent when the PDP Context is disconnected (as no DP will be reported for this)?

3. If there are no armed detection points but one pending report then when the Apply Charging Report GPRS is sent to the gsmSCF, can the gsmSCF respond with a subsequent Apply Charging GPRS?

4. Is a test case required for a Secondary PDP Context (Connect GPRS is not possible)? Is this different from having two PDP Contexts active with different APNs? What is the realistic use of Secondary PDP Contexts?

MO-SMS:

5. In Initial DP SMS Location Information in MSC and Location Information in SGSN are marked as conditional (shall be sent if available). Does this mean that Location Information shall always be present (i.e. Location Information in MSC and Location Information in SGSN are mutually exclusive and one shall be present) or is it possible to get an Initial DP SMS with no location information?

6. If the gsmSCF changes the SMSC address which leads to the SM being barred (e.g. due to ODB Barring of all International Short Messages), does this lead to the SMS Failure DP being reported? If the DP is reported, what cause value is used? If the DP is not reported, how does the service logic in the gsmSCF terminate (timeout)?

Mobility Management:

7. When is "Location update in the same VLR service area" reported? Is it on a change of Location Area (LAI), change of Cell ID or something else?

Circuit Switched:

8. (CAMEL Phase 1 onwards) When the gsmSCF receives Initial DP at DP2 (Collected_Info), if the gsmSCF performs a number translation sending a Connect message (but does not arm any EDPs or request any reports), can the Connect message be sent in a TC_END? How should the gsmSSF react to receiving a TC_END containing a Connect?

General:

9. Is the mapping of CAP messages to TCAP short dialogues vendor specific or is it described in the standard? Are there potential interworking problems?
