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–– First modified section ––

5
Common CAP Types

5.1
Data types

CAP-datatypes {itu-t(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cap-datatypes(52) version4(3)}

DEFINITIONS IMPLICIT TAGS ::= BEGIN

...









...



















...








...





















...





...








...


...

END

–– Next modified section ––

5.3
Operation codes

CAP-operationcodes {itu-t(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cap-operationcodes(53) version4(3)}

DEFINITIONS ::= BEGIN

IMPORTS


ros-InformationObjects

FROM CAP-object-identifiers {itu-t(0) identified-organization(4) etsi(0) mobileDomain(0)

umts-network(1) modules(3) cap-object-identifiers(100) version4(3)}


Code
FROM Remote-Operations-Information-Objects ros-InformationObjects 

;

-- the operations are grouped by the identified operation packages.

...




...

END

–– Next modified section ––

5.5
Classes

CAP-classes {itu-t(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1)

modules(3) cap-classes(54) version4(3)}

DEFINITIONS ::= BEGIN

...

PARAMETERS-BOUND ::= CLASS {


&minAccessPointNameLength




INTEGER,


&maxAccessPointNameLength




INTEGER,


&minAChBillingChargingLength



INTEGER,


&maxAChBillingChargingLength



INTEGER,


&minAttributesLength





INTEGER,


&maxAttributesLength





INTEGER,


&maxBearerCapabilityLength




INTEGER,


&minCalledPartyBCDNumberLength



INTEGER,


&maxCalledPartyBCDNumberLength



INTEGER,


&minCalledPartyNumberLength




INTEGER,


&maxCalledPartyNumberLength




INTEGER,


&minCallingPartyNumberLength



INTEGER,


&maxCallingPartyNumberLength



INTEGER,


&minCallResultLength





INTEGER,


&maxCallResultLength





INTEGER,


&minCarrierLength






INTEGER,


&maxCarrierLength






INTEGER,


&minCauseLength







INTEGER,


&maxCauseLength







INTEGER,




&minDigitsLength






INTEGER,


&maxDigitsLength






INTEGER,


&minFCIBillingChargingDataLength


INTEGER,


&maxFCIBillingChargingDataLength


INTEGER,


&minFCIBillingChargingLength



INTEGER,


&maxFCIBillingChargingLength



INTEGER,


&minGenericNumberLength





INTEGER,


&maxGenericNumberLength





INTEGER,


&minGPRSCauseLength






INTEGER,


&maxGPRSCauseLength






INTEGER,


&minIPSSPCapabilitiesLength




INTEGER,


&maxIPSSPCapabilitiesLength




INTEGER,


&minLocationNumberLength




INTEGER,


&maxLocationNumberLength




INTEGER,


&minMessageContentLength




INTEGER,


&maxMessageContentLength




INTEGER,


&minOriginalCalledPartyIDLength



INTEGER,


&maxOriginalCalledPartyIDLength



INTEGER,


&minPDPAddressLength





INTEGER,


&maxPDPAddressLength





INTEGER,


&minRedirectingPartyIDLength



INTEGER,


&maxRedirectingPartyIDLength



INTEGER,


&minScfIDLength







INTEGER,


&maxScfIDLength







INTEGER,


&minSCIBillingChargingLength



INTEGER,


&maxSCIBillingChargingLength



INTEGER,


&minTimeAndTimezoneLength




INTEGER,


&maxTimeAndTimezoneLength




INTEGER,


&numOfBCSMEvents






INTEGER,


&numOfSMSEvents







INTEGER,


&numOfGPRSEvents






INTEGER,


&numOfExtensions






INTEGER,


&numOfGenericNumbers





INTEGER,


&numOfMessageIDs






INTEGER}

WITH SYNTAX {


MINIMUM-FOR-ACCESS-POINT-NAME



&minAccessPointNameLength


MAXIMUM-FOR-ACCESS-POINT-NAME



&maxAccessPointNameLength


MINIMUM-FOR-ACH-BILLING-CHARGING


&minAChBillingChargingLength


MAXIMUM-FOR-ACH-BILLING-CHARGING


&maxAChBillingChargingLength


MINIMUM-FOR-ATTRIBUTES





&minAttributesLength


MAXIMUM-FOR-ATTRIBUTES





&maxAttributesLength


MAXIMUM-FOR-BEARER-CAPABILITY



&maxBearerCapabilityLength


MINIMUM-FOR-CALLED-PARTY-BCD-NUMBER


&minCalledPartyBCDNumberLength


MAXIMUM-FOR-CALLED-PARTY-BCD-NUMBER


&maxCalledPartyBCDNumberLength


MINIMUM-FOR-CALLED-PARTY-NUMBER



&minCalledPartyNumberLength


MAXIMUM-FOR-CALLED-PARTY-NUMBER



&maxCalledPartyNumberLength


MINIMUM-FOR-CALLING-PARTY-NUMBER


&minCallingPartyNumberLength


MAXIMUM-FOR-CALLING-PARTY-NUMBER


&maxCallingPartyNumberLength


MINIMUM-FOR-CALL-RESULT





&minCallResultLength


MAXIMUM-FOR-CALL-RESULT





&maxCallResultLength


MINIMUM-FOR-CARRIER






&minCarrierLength


MAXIMUM-FOR-CARRIER






&maxCarrierLength


MINIMUM-FOR-CAUSE






&minCauseLength


MAXIMUM-FOR-CAUSE






&maxCauseLength




MINIMUM-FOR-DIGITS






&minDigitsLength


MAXIMUM-FOR-DIGITS






&maxDigitsLength


MINIMUM-FOR-FCI-BILLING-CHARGING-DATA

&minFCIBillingChargingDataLength


MAXIMUM-FOR-FCI-BILLING-CHARGING-DATA

&maxFCIBillingChargingDataLength


MINIMUM-FOR-FCI-BILLING-CHARGING


&minFCIBillingChargingLength


MAXIMUM-FOR-FCI-BILLING-CHARGING


&maxFCIBillingChargingLength


MINIMUM-FOR-GENERIC-NUMBER




&minGenericNumberLength


MAXIMUM-FOR-GENERIC-NUMBER




&maxGenericNumberLength


MINIMUM-FOR-GPRS-CAUSE-LENGTH



&minGPRSCauseLength


MAXIMUM-FOR-GPRS-CAUSE-LENGTH



&maxGPRSCauseLength


MINIMUM-FOR-IP-SSP-CAPABILITIES



&minIPSSPCapabilitiesLength


MAXIMUM-FOR-IP-SSP-CAPABILITIES



&maxIPSSPCapabilitiesLength


MINIMUM-FOR-LOCATION-NUMBER




&minLocationNumberLength


MAXIMUM-FOR-LOCATION-NUMBER




&maxLocationNumberLength


MINIMUM-FOR-MESSAGE-CONTENT




&minMessageContentLength


MAXIMUM-FOR-MESSAGE-CONTENT




&maxMessageContentLength


MINIMUM-FOR-ORIGINAL-CALLED-PARTY-ID

&minOriginalCalledPartyIDLength


MAXIMUM-FOR-ORIGINAL-CALLED-PARTY-ID

&maxOriginalCalledPartyIDLength


MINIMUM-FOR-PDP-ADDRESS-LENGTH



&minPDPAddressLength


MAXIMUM-FOR-PDP-ADDRESS-LENGTH



&maxPDPAddressLength


MINIMUM-FOR-REDIRECTING-ID




&minRedirectingPartyIDLength


MAXIMUM-FOR-REDIRECTING-ID




&maxRedirectingPartyIDLength


MINIMUM-FOR-GSMSCF-ID





&minScfIDLength


MAXIMUM-FOR-GSMSCF-ID





&maxScfIDLength


MINIMUM-FOR-SCI-BILLING-CHARGING


&minSCIBillingChargingLength


MAXIMUM-FOR-SCI-BILLING-CHARGING


&maxSCIBillingChargingLength


MINIMUM-FOR-TIME-AND-TIMEZONE



&minTimeAndTimezoneLength


MAXIMUM-FOR-TIME-AND-TIMEZONE



&maxTimeAndTimezoneLength 


NUM-OF-BCSM-EVENT






&numOfBCSMEvents


NUM-OF-SMS-EVENTS






&numOfSMSEvents


NUM-OF-GPRS-EVENTS






&numOfGPRSEvents


NUM-OF-EXTENSIONS






&numOfExtensions


NUM-OF-GENERIC-NUMBERS





&numOfGenericNumbers


NUM-OF-MESSAGE-IDS






&numOfMessageIDs}

cAPSpecificBoundSet PARAMETERS-BOUND ::= {


MINIMUM-FOR-ACCESS-POINT-NAME



1


MAXIMUM-FOR-ACCESS-POINT-NAME



100


MINIMUM-FOR-ACH-BILLING-CHARGING


5



MAXIMUM-FOR-ACH-BILLING-CHARGING


177


MINIMUM-FOR-ATTRIBUTES





2


MAXIMUM-FOR-ATTRIBUTES





10


MAXIMUM-FOR-BEARER-CAPABILITY



11


MINIMUM-FOR-CALLED-PARTY-BCD-NUMBER


1


MAXIMUM-FOR-CALLED-PARTY-BCD-NUMBER


41


MINIMUM-FOR-CALLED-PARTY-NUMBER



2


MAXIMUM-FOR-CALLED-PARTY-NUMBER



18


MINIMUM-FOR-CALLING-PARTY-NUMBER


2


MAXIMUM-FOR-CALLING-PARTY-NUMBER


10


MINIMUM-FOR-CALL-RESULT





12


MAXIMUM-FOR-CALL-RESULT





193


MINIMUM-FOR-CARRIER






4


MAXIMUM-FOR-CARRIER






4


MINIMUM-FOR-CAUSE






2


MAXIMUM-FOR-CAUSE






32




MINIMUM-FOR-DIGITS






2


MAXIMUM-FOR-DIGITS






16


MINIMUM-FOR-FCI-BILLING-CHARGING-DATA

1


MAXIMUM-FOR-FCI-BILLING-CHARGING-DATA

160


MINIMUM-FOR-FCI-BILLING-CHARGING


5


MAXIMUM-FOR-FCI-BILLING-CHARGING


225


MINIMUM-FOR-GENERIC-NUMBER




3


MAXIMUM-FOR-GENERIC-NUMBER




11


MINIMUM-FOR-GPRS-CAUSE-LENGTH



1


MAXIMUM-FOR-GPRS-CAUSE-LENGTH



1


MINIMUM-FOR-IP-SSP-CAPABILITIES



1


MAXIMUM-FOR-IP-SSP-CAPABILITIES



4


MINIMUM-FOR-LOCATION-NUMBER




2


MAXIMUM-FOR-LOCATION-NUMBER




10


MINIMUM-FOR-MESSAGE-CONTENT




1


MAXIMUM-FOR-MESSAGE-CONTENT




127


MINIMUM-FOR-ORIGINAL-CALLED-PARTY-ID

2


MAXIMUM-FOR-ORIGINAL-CALLED-PARTY-ID

10


MINIMUM-FOR-PDP-ADDRESS-LENGTH



1


MAXIMUM-FOR-PDP-ADDRESS-LENGTH



63


MINIMUM-FOR-REDIRECTING-ID




2


MAXIMUM-FOR-REDIRECTING-ID




10


MINIMUM-FOR-GSMSCF-ID





2


MAXIMUM-FOR-GSMSCF-ID





10


MINIMUM-FOR-SCI-BILLING-CHARGING


4


MAXIMUM-FOR-SCI-BILLING-CHARGING


124


MINIMUM-FOR-TIME-AND-TIMEZONE



8


MAXIMUM-FOR-TIME-AND-TIMEZONE



8


NUM-OF-BCSM-EVENT






10


NUM-OF-SMS-EVENTS






10


NUM-OF-GPRS-EVENTS






10


NUM-OF-EXTENSIONS






10


NUM-OF-GENERIC-NUMBERS





5


NUM-OF-MESSAGE-IDS






16}

END

5.6
Object IDentifiers (IDs)

CAP-object-identifiers {itu-t(0) identified-organization(4) etsi(0) mobileDomain(0)

umts-network(1) modules(3) cap-object-identifiers(100) version4(3)}

DEFINITIONS ::= BEGIN

...

-- gsmSSF/gsmSCF Operation Packages

id-package-scfActivation





OBJECT IDENTIFIER ::= {id-package 11}

id-package-gsmSRF-scfActivationOfAssist


OBJECT IDENTIFIER ::= {id-package 15} 

id-package-assistConnectionEstablishment

OBJECT IDENTIFIER ::= {id-package 16} 

id-package-genericDisconnectResource


OBJECT IDENTIFIER ::= {id-package 17} 

id-package-nonAssistedConnectionEstablishment
OBJECT IDENTIFIER ::= {id-package 18} 

id-package-connect







OBJECT IDENTIFIER ::= {id-package 19} 

id-package-callHandling






OBJECT IDENTIFIER ::= {id-packageE 20} 

id-package-bcsmEventHandling




OBJECT IDENTIFIER ::= {id-package 21}


id-package-ssfCallProcessing




OBJECT IDENTIFIER ::= {id-packageE 24} 

id-package-scfCallInitiation




OBJECT IDENTIFIER ::= {id-package 25} 

id-package-timer







OBJECT IDENTIFIER ::= {id-package 26} 

id-package-billing







OBJECT IDENTIFIER ::= {id-package 27} 

id-package-charging







OBJECT IDENTIFIER ::= {id-package 28}

id-package-trafficManagement




OBJECT IDENTIFIER ::= {id-package 29}

id-package-callReport






OBJECT IDENTIFIER ::= {id-package 32} 

id-package-signallingControl




OBJECT IDENTIFIER ::= {id-package 33} 

id-package-activityTest






OBJECT IDENTIFIER ::= {id-package 34} 

id-package-cancel







OBJECT IDENTIFIER ::= {id-packageE 36} 

id-package-cphResponse






OBJECT IDENTIFIER ::= {id-package 37}

id-package-exceptionInform





OBJECT IDENTIFIER ::= {id-package 38} 

...

END

–– Next modified section ––

6.1
gsmSSF/CCF - gsmSCF Interface

6.1.1
Operations and arguments

CAP-gsmSSF-gsmSCF-ops-args {itu-t(0) identified-organization(4) etsi(0) mobileDomain(0)

umts-network(1) modules(3) cap-gsmSSF-gsmSCF-ops-args(101) version4(3)}

DEFINITIONS IMPLICIT TAGS ::= BEGIN

...


AChBillingChargingCharacteristics {},


AdditionalCallingPartyNumber {},


AlertingPattern,


AssistingSSPIPRoutingAddress {},


BCSMEvent,


BCSM-Failure,


BearerCapability {},


CalledPartyNumber {},


CalledPartyBCDNumber {},


CallingPartyNumber {},


CallResult {},


CallSegmentToCancel,


CallSegmentFailure,


Carrier,


Cause {},


CGEncountered,


ChargeNumber {},


ControlType,


CorrelationID {},


DestinationRoutingAddress {},



EventSpecificInformationBCSM {},


EventTypeBCSM,



Extensions {},


FCIBillingChargingCharacteristics {},


GapCriteria {},


GapIndicators,


GapTreatment,


GenericNumbers {},


InvokeID,


IPRoutingAddress {},


IPSSPCapabilities {},


leg1,


LegOrCallSegment {},


LocationNumber {},


MonitorMode,


NAOliInfo,


OCSIApplicable,


OriginalCalledPartyID {},


ReceivingSideID,


RedirectingPartyID {},


RequestedInformationList {},


RequestedInformationTypeList,


ScfID {},


SCIBillingChargingCharacteristics {},


SendingSideID,


ServiceInteractionIndicatorsTwo,


TimeAndTimezone {},


TimerID,


TimerValue

FROM CAP-datatypes datatypes

...
















...
























...

END

–– Next modified section ––

6.1.2
gsmSSF/gsmSCF packages, contracts and ACs

6.1.2.1
gsmSSF/gsmSCF ASN.1 module

CAP-gsmSSF-gsmSCF-pkgs-contracts-acs {itu-t(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cap-gsmSSF-gsmSCF-pkgs-contracts-acs(102) version4(3)}

DEFINITIONS ::= BEGIN

-- This module specifies the Operation Packages, Contracts, Application Contexts

-- and Abstract Syntaxes used for the gsmSSF – gsmSCF interface, for the control of

-- circuit switched calls.

-- The table in subclause 2.1 lists the specifications that contain the modules

-- that are used by CAP.

IMPORTS

...


activityTest,


applyCharging {},


applyChargingReport {},


assistRequestInstructions {},


callGap {},


callInformationReport {},


callInformationRequest {},


cancel,


connect {},


connectToResource {},


continue,


continueWithArgument {},


disconnectForwardConnection,


disconnectForwardConnectionWithArgument {},


disconnectLeg {},


entity Released {},


establishTemporaryConnection {},



eventReportBCSM {},


furnishChargingInformation {},


initialDP {},


initiateCallAttempt {},


moveLeg {},


playTone {}


releaseCall {},



requestReportBCSMEvent {},


resetTimer {},


sendChargingInformation {},


splitLeg {}

FROM CAP-gsmSSF-gsmSCF-ops-args gsmSSF-gsmSCF-Operations


playAnnouncement {},


promptAndCollectUserInformation {},


specializedResourceReport

FROM CAP-gsmSCF-gsmSRF-ops-args gsmSCF-gsmSRF-Operations


specializedResourceControlPackage {}

FROM CAP-gsmSCF-gsmSRF-pkgs-contracts-acs gsmSCF-gsmSRF-Protocol


id-ac-CAP-gsmSSF-scfGenericAC,


id-ac-CAP-gsmSSF-scfAssistHandoffAC,


id-ac-CAP-scf-gsmSSFGenericAC,


id-CAPSsfToScfGeneric,


id-CAPAssistHandoffssfToScf,


id-as-gsmSSF-scfGenericAS,


id-as-assistHandoff-gsmSSF-scfAS,


id-package-scfActivation,


id-package-gsmSRF-scfActivationOfAssist,


id-package-assistConnectionEstablishment,


id-package-genericDisconnectResource,


id-package-nonAssistedConnectionEstablishment,


id-package-connect,


id-package-callHandling,


id-package-bcsmEventHandling,



id-package-ssfCallProcessing,


id-package-scfCallInitiation,


id-package-timer,


id-package-billing,


id-package-charging,


id-package-trafficManagement,


id-package-callReport,


id-package-signallingControl,


id-package-activityTest,


id-package-cancel,


id-package-cphResponse,


id-package-exceptionInform,


classes,


ros-InformationObjects,


tc-Messages,


tc-NotationExtensions, 


gsmSSF-gsmSCF-Operations,


gsmSCF-gsmSRF-Operations,


gsmSCF-gsmSRF-Protocol

FROM CAP-object-identifiers {itu-t(0) identified-organization(4) etsi(0) mobileDomain(0)

umts-network(1) modules(3) cap-object-identifiers(100) version4(3)}

;

...

-- Contracts

capSsfToScfGeneric CONTRACT ::= {

-- dialogue initiated by gsmSSF with InitialDP Operation


INITIATOR CONSUMER OF

{exceptionInformPackage {cAPSpecificBoundSet} |









scfActivationPackage {cAPSpecificBoundSet}}


RESPONDER CONSUMER OF

{activityTestPackage |









assistConnectionEstablishmentPackage {cAPSpecificBoundSet} |









bcsmEventHandlingPackage {cAPSpecificBoundSet} |









billingPackage {cAPSpecificBoundSet} |









callHandlingPackage {cAPSpecificBoundSet} |









callReportPackage {cAPSpecificBoundSet} |









cancelPackage |










chargingPackage {cAPSpecificBoundSet} |









connectPackage {cAPSpecificBoundSet} |









cphResponsePackage {cAPSpecificBoundSet} |









genericDisconnectResourcePackage {cAPSpecificBoundSet} |









nonAssistedConnectionEstablishmentPackage {cAPSpecificBoundSet} |









signallingControlPackage {cAPSpecificBoundSet} |









specializedResourceControlPackage {cAPSpecificBoundSet} |









ssfCallProcessingPackage {cAPSpecificBoundSet} |









timerPackage {cAPSpecificBoundSet} |









trafficManagementPackage {cAPSpecificBoundSet}









scfCallInitiationPackage {cAPSpecificBoundSet}}


ID






id-CAPSsfToScfGeneric}

...

-- Operation Packages





...

-- Abstract Syntaxes

gsmSSF-scfGenericAbstractSyntax ABSTRACT-SYNTAX ::= {


GenericSSF-gsmSCF-PDUs


IDENTIFIED BY

id-as-gsmSSF-scfGenericAS}

GenericSSF-gsmSCF-PDUs ::= TCMessage {{SsfToScfGenericInvokable}, 










{SsfToScfGenericReturnable}}

SsfToScfGenericInvokable OPERATION ::= {


activityTest |


applyCharging {cAPSpecificBoundSet} |


applyChargingReport {cAPSpecificBoundSet} |


callInformationReport {cAPSpecificBoundSet} |


callInformationRequest {cAPSpecificBoundSet} |


cancel |


connect {cAPSpecificBoundSet} |


continueWithArgument {cAPSpecificBoundSet} |


connectToResource {cAPSpecificBoundSet} |


disconnectForwardConnection |


disconnectForwardConnectionWithArgument {cAPSpecificBoundSet} |


disconnectLeg {cAPSpecificBoundSet} |


entityReleased {cAPSpecificBoundSet} |


establishTemporaryConnection {cAPSpecificBoundSet} |



eventReportBCSM {cAPSpecificBoundSet} |


furnishChargingInformation {cAPSpecificBoundSet} |


initialDP {cAPSpecificBoundSet} |


initiateCallAttempt {cAPSpecificBoundSet} |


moveLeg {cAPSpecificBoundSet} |


releaseCall {cAPSpecificBoundSet} |



requestReportBCSMEvent {cAPSpecificBoundSet} |


resetTimer {cAPSpecificBoundSet} |


sendChargingInformation {cAPSpecificBoundSet} |


splitLeg {cAPSpecificBoundSet} |


playAnnouncement {cAPSpecificBoundSet} |


promptAndCollectUserInformation {cAPSpecificBoundSet} |


specializedResourceReport


}

SsfToScfGenericReturnable OPERATION ::= {


activityTest |


applyCharging {cAPSpecificBoundSet} |


applyChargingReport {cAPSpecificBoundSet} |


callGap {cAPSpecificBoundSet} |

callInformationRequest {cAPSpecificBoundSet} |


cancel |


connect {cAPSpecificBoundSet} |


connectToResource {cAPSpecificBoundSet} |


continue |


continueWithArgument {cAPSpecificBoundSet} |


disconnectForwardConnection |


disconnectForwardConnectionWithArgument {cAPSpecificBoundSet} |


disconnectLeg {cAPSpecificBoundSet} |


entityReleased {cAPSpecificBoundSet} |


establishTemporaryConnection {cAPSpecificBoundSet} |


furnishChargingInformation {cAPSpecificBoundSet} |


initialDP {cAPSpecificBoundSet} |


initiateCallAttempt {cAPSpecificBoundSet} |


moveLeg {cAPSpecificBoundSet} |


releaseCall {cAPSpecificBoundSet} |


requestReportBCSMEvent {cAPSpecificBoundSet} |


resetTimer {cAPSpecificBoundSet} |


sendChargingInformation {cAPSpecificBoundSet} |


splitLeg {cAPSpecificBoundSet} |


playAnnouncement {cAPSpecificBoundSet} |


promptAndCollectUserInformation {cAPSpecificBoundSet}


}

assistHandoff-gsmSSF-scfAbstractSyntax ABSTRACT-SYNTAX ::= {


AssistHandoffsSF-gsmSCF-PDUs


IDENTIFIED BY
id-as-assistHandoff-gsmSSF-scfAS}

AssistHandoffsSF-gsmSCF-PDUs ::= TCMessage {{AssistHandoffssfToScfInvokable}, 












{AssistHandoffssfToScfReturnable}}

AssistHandoffssfToScfInvokable OPERATION ::= {


activityTest |


assistRequestInstructions {cAPSpecificBoundSet} |


cancel |


connectToResource {cAPSpecificBoundSet} |


disconnectForwardConnection |


disconnectForwardConnectionWithArgument {cAPSpecificBoundSet} |


playAnnouncement {cAPSpecificBoundSet} |


promptAndCollectUserInformation {cAPSpecificBoundSet} |


resetTimer {cAPSpecificBoundSet} |


specializedResourceReport


}

AssistHandoffssfToScfReturnable OPERATION ::= {


activityTest |


assistRequestInstructions {cAPSpecificBoundSet} |


cancel |


connectToResource {cAPSpecificBoundSet} |


disconnectForwardConnection |


disconnectForwardConnectionWithArgument {cAPSpecificBoundSet} |


playAnnouncement {cAPSpecificBoundSet} |


promptAndCollectUserInformation {cAPSpecificBoundSet} |


resetTimer {cAPSpecificBoundSet}


}

scf-gsmSSFGenericAbstractSyntax
ABSTRACT-SYNTAX ::= {


GenericSCF-gsmSSF-PDUs


IDENTIFIED BY
id-as-scf-gsmSSFGenericAS}

GenericSCF-gsmSSF-PDUs ::= TCMessage {{ScfToSsfGenericInvokable}, {ScfToSsfGenericReturnable}}

ScfToSsfGenericInvokable OPERATION ::= {


activityTest |


applyCharging {cAPSpecificBoundSet} |


applyChargingReport {cAPSpecficBoundSet} |


callInformationRequest {cAPSpecificBoundSet} |


cancel |


connect {cAPSpecficBoundSet} |


connectToResource {cAPSpecificBoundSet} |


continue |


continueWithArgument {cAPSpecificBoundSet} |


disconnectForwardConnection {cAPSpecficBoundSet} |


disconnectForwardConnectionWithArgument {cAPSpecificBoundSet} |


disconnectLeg {cAPSpecificBoundSet} |


establishTemporaryConnection {cAPSpecificBoundSet} |


furnishChargingInformation {cAPSpecficBoundSet} |


initiateCallAttempt {cAPSpecificBoundSet} |


moveLeg {cAPSpecificBoundSet} |


playTone {cAPSpecificBoundSet} |


releaseCall {cAPSpecificBoundSet} |


requestReportBCSMEvent {cAPSpecificBoundSet} |


resetTimer {cAPSpecificBoundSet} |


sendChargingInformation {cAPSpecificBoundSet} |


splitLeg {cAPSpecificBoundSet} |


playAnnouncement {cAPSpecificBoundSet} |


promptAndCollectUserInformation {cAPSpecificBoundSet}


}

ScfToSsfGenericReturnable OPERATION ::= {


activityTest |


applyCharging {cAPSpecificBoundSet} |


applyChargingReport {cAPSpecificBoundSet} |


callInformationReport {cAPSpecficBoundSet} |


callInformationRequest {cAPSpecificBoundSet} |


cancel |


connect {cAPSpecificBoundSet} |


connectToResource {cAPSpecificBoundSet} |


disconnectForwardConnection |


disconnectForwardConnectionWithArgument {cAPSpecificBoundSet} |


disconnectLeg {cAPSpecificBoundSet} |


entityReleased {cAPSpecificBoundSet} |


establishTemporaryConnection {cAPSpecificBoundSet} |


eventReportBCSM {cAPSpecificBoundSet} |


furnishChargingInformation {cAPSpecificBoundSet} |


initiateCallAttempt {cAPSpecificBoundSet} |


moveLeg {cAPSpecificBoundSet} |


requestReportBCSMEvent {cAPSpecificBoundSet} |


resetTimer {cAPSpecificBoundSet} |


sendChargingInformation {cAPSpecificBoundSet} |


splitLeg {cAPSpecificBoundSet} |


playAnnouncement {cAPSpecifcBoundSet} |


promptAndCollectUserInformation {cAPSpecificBoundSet} |


specializedResourceReport


}

END

–– Next modified section ––
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–– End ––
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