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When VT call meets Call Deflection, it is reported as DP T_Busy, if armed, as call forward. The information elements "Cause" could indicate this reason. In the case of CF, the cause IE may be one of the release cause listed in the table 4.1. However for the Call Deflection, it is not mentioned. The lack of description would not be able to make the gsmSCF know the proper forwarding reason.
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Add "call deflection" to the explanation of the BusyCause parameter, which will be treated as call forward.
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The MSC would not be able to inform the gsmSCF of this event due to the call deflection. The service logic would not be able to distinguish the difference between CF and CD in T_Busy, hence lead to malfunction.
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11.24
EventReportBCSM procedure

11.24.1
General description

This operation is used to notify the gsmSCF of a call related event previously requested by the gsmSCF in a "RequestReportBCSMEvent" operation. The monitoring of more than one event could be requested with a "RequestReportBCSMEvent" operation, but each of these requested events is reported in a separate "EventReportBCSM" operation.

11.24.1.1
Parameters

-
eventTypeBCSM:
This parameter specifies the type of event that is reported.

-
eventSpecificInformationBCSM:
This parameter indicates the call related information specific to the event.

For "RouteSelectFailure" it will contain the "FailureCause", if available.

For “O-Busy” it will contain the "BusyCause", if available.

If the busy event is triggered by an ISUP release message, the BusyCause is a copy of the ISUP release cause, for example: Subscriber absent, 20 or User busy, 17.
If the Busy event is trigerred by a MAP error, for example: Absent subscriber, received from the HLR, the MAP cause is mapped to the corresponding ISUP release cause.

NOTE 1:
If no BusyCause is received, the gsmSCF shall assume busy.

For “T-Busy” it may contain the following parameters, if available.

-
CallForwarded
This parameter indicates that the T-busy event is triggered by call forwarding at the GMSC/VMSC. 

-
RouteNotPermitted
This parameter indicates that the T-busy event is triggered because call forwarding was not invoked in this GMSC due to the rules of basic optimal routeing.
-
BusyCause
-
If the T-busy event is triggered by an ISUP release message, the BusyCause is a copy of the ISUP release cause, for example: Subscriber absent, 20 or User busy, 17.
-
If the T-busy event is triggered by a MAP error, for example: Absent subscriber, received from the HLR, the MAP cause is mapped to the corresponding ISUP release cause.
-
If the T-busy event is triggered by call forwarding or call deflection invocation in the GMSC/VMSC the BusyCause will refer to the type of the call forwarding service according to the mapping table in 3GPP TS 23.078.
NOTE 2:
If no BusyCause is received, the gsmSCF shall assume busy.

If the busy event is triggered by call forwarding at the GMSC, the BusyCause reflects the forwarding reason (Subscriber Absent, 20 or User busy, 17). The eventSpecificInformationBCSM will also contain the CallForwarded indication.

For O-NoAnswer it will be empty.

For T-NoAnswer it may contain the CallForwarded indication.

If the no answer event is triggered by an ISUP release message or expiry of the CAMEL timer TNRy, the eventSpecificInformationBCSM will be empty.
If the no answer event is triggered by call forwarding at the GMSC/VMSC, the eventSpecificInformationBCSM will contain the CallForwarded indication.

For O- or T-Answer it will contain the following information:

-
The destination address for the call;

-
The OR indicator if the call was subject to basic optimal routeing as specified in 3GPP TS 23.079;

-
The forwarding indicator if the Call Forwarding Supplementary Service was invoked.

For O- or T-Disconnect it will contain the "releaseCause", if available.

-
legID:
This parameters indicates the party in the call for which the event is reported. gsmSSF will use the option "ReceivingSideID" only. 

-
receivingSideID:
If not included, the following defaults are assumed:

"legID" = 1 for the events O-Abandon and T‑Abandon,

"legID" = 2 for the events RouteSelectFailure, O-Busy, O-NoAnswer, O‑Answer, T-Busy, T-NoAnswer, and T-Answer.

The "legID" parameter shall always be included for the events O‑Disconnect and T‑Disconnect.

-
miscCallInfo:
This parameter indicates Detection Point (DP) related information.

-
messageType:
This parameter indicates whether the message is a request, i.e. resulting from a "RequestReportBCSMEvent" with monitorMode = interrupted, or a notification, i.e. resulting from a "RequestReportBCSMEvent" with "monitorMode" = "notifyAndContinue".
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