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(

Correct the description in the stage 2 to align with the stage 3.
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Inconsistent between the stage 2 and the stage 3. No correct solution could be identified. Different implementation could occur.




Clauses affected:
(

4.6.1.2





Y
N



Other specs
(



 Other core specifications
(



affected:


 Test specifications





 O&M Specifications





Other comments:
(



4.6.1.2
Apply Charging Report

4.6.1.2.1
Description

This IF is used by the gsmSSF to report to the gsmSCF the information requested in the Apply Charging IF.

4.6.1.2.2
Information Elements

Information element name
Status
Description

Call Result
M
This IE contains the charging information provided by the gsmSSF.

Call Result contains the following information elements:

Information element name
Status
Description

Time Duration Charging Result
M
This IE is described in a table below.

Time Duration Charging Result contains the following information elements:

Information element name
Status
Description

Time Information
M
This IE is described in a table below.

Party To Charge
M
This IE is received in the related Apply Charging IF to correlate the result to the request. This IE shall be a copy of the corresponding IE received in the Apply Charging IF.

LegID
M
This IE identifies the call party concerned by the Apply Charging IF.

Leg Active
M
This IE indicates whether the call leg is active or not.

Call Leg Released At Tcp Expiry
S
This IE is an indication that the gsmSSF has released the call leg and terminated the dialogue, due to Tcp expiry.
It shall be present when Apply Charging Report is sent due to Tcp expiry and the gsmSSF has released the call leg (because 'ReleaseIfExceeded' was present in the Apply Charging IF).
In all other circumstances, this IE shall be absent.

Time Information contains the following information elements:

Information element name
Status
Description

Time If No Tariff Switch
S,E
This IE shall be present if no tariff switch has occurred since the reception of the first Apply Charging IF for the connection to the Called Party, the Temporary Connection, or the gsmSRF connection, otherwise it shall be absent.
If Answer was detected for the connection to the Called Party, the Temporary Connection or the gsmSRF connection, then the elapsed time since detection of Answer shall be reported.

Time If Tariff Switch
S,E
This IE shall be present if a tariff switch has occurred since the reception of the first Apply Charging IF for the connection to the Called Party, the Temporary Connection, or the gsmSRF connection, otherwise it shall be absent.
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