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5.2
Description of information Flows

5.2.1
IM-SSF to gsmSCF information flows

5.2.1.5
Initial DP
5.2.1.5.1
Description

This IF is generated by the IM-SSF when a trigger is detected at a DP in the BCSM, to request instructions from the gsmSCF

5.2.1.5.2
Information Elements
The following information elements are required:
	Information element name
	IM_Orig
	IM_Term
	Description

	
	
	
	

	
	
	
	

	Media Type
	M
	      M
	This IE indicates the media type associated with the SIP call session.

	Called Party Number
	C
	C
	This IE contains the ISDN number used to identify the called party in the forward direction.  
The ISDN called party number is received from the gsmSCF due to the previous CAMEL processing or is derived from the SIP URL address received from the S-CSCF. 
This IE shall always be sent if available. 
The Called Party Number IE, Called Party URL IE, or both shall be sent for all IM termination call scenarios.
 





	Called Party URL
	C
	C
	This IE contains the SIP URL number used to identify the called party in the forward direction. 
This IE shall always be sent if available.
The Called Party Number IE, Called Party URL IE, or both shall be sent for all IM termination call scenarios.
 


	
	
	
	



	Calling Party Number
	C
	C
	This IE carries the ISDN calling party number to identify the calling party or the origin of the call.
This IE shall always be sent if available.
The Calling Party Number IE, Calling Party URL IE, or both shall be sent for all IM origination call scenarios.



	Calling Party URL
	C
	C
	This IE contains the SIP URL number used to identify the calling party or the origin of the call.  
This IE shall always be sent if available.
The Calling Party Number IE, Calling Party URL IE, or both shall be sent for all IM origination call scenarios.



	Calling Party Category
	C
	C
	Indicates the type of calling party (e.g., operator, pay phone, ordinary subscriber).

	CallGap Encountered
	C
	C
	This parameter indicates the type of gapping the related call have been subjected to.

This parameter shall be present only if a call gapping context is applicable to the initialDP operation.

	SIP Call ID
	M
	M
	This IE represents a globally unique identifier for the SIP call. This IE may be used by the gsmSCF for inclusion in a network optional gsmSCF call record. 

This IE is received from the SIP request message from S-CSCF.







	Cause
	C
	C
	This IE indicates the cause specific to the armed BCSM DP event. This IE is applicable to DP Route_Select_Failure and DP T_Busy. The cause may be used by the SCF to decide about the further handling of the call.
For IM Termination for an unregistered subscriber, the Cause IE shall be set to indicate Subscriber Absent.

	Event Type BCSM
	M
	M
	This IE indicates the armed BCSM DP event, resulting in the Initial DP IF.
This IE shall be set to indicate DP T_Busy if a not reachable event is detected (e.g. IM termination to a subscriber not currently registered).

	
	
	
	

	
	
	
	

	IMSI
	M
	M
	This IE identifies the mobile subscriber.
This IE shall contain the IMSI value received from the S-CSCF during notification of a SIP registration.

	IP SSP Capabilities
	C
	C
	This IE indicates which MRFC resources are supported within the IM-SSF and are available. If this IE is absent, this indicates that no MRFC is attached and available.

	
	
	
	

	
	
	
	

	IM-SSF Address
	M
	M
	This IE represents the E.164 address of the IM-SSF from which the InitialDP operation is sent  from. 





	
	
	
	



	
	
	
	





	Original Called Party ID
	C
	C
	This contains the ISDN number used to identify the original destination number if the call has been forwarded on route to the IM-SSF or is forwarded by the gsmSCF due to the previous CAMEL processing.
This IE shall always be sent if available.


	Original Called Party URL
	C
	C 
	This IE contains the SIP URL number identifying the original destination number if the call has been forwarded on route to the IM-SSFor is forwarded by the gsmSCF due to the previous CAMEL processing.
This IE shall always be sent if available.


	Redirecting Party ID
	C
	C
	This IE indicates the ISDN number identifying the directory number the call was redirected from. This IE shall also be sent if it was received from the gsmSCF due to the previous CAMEL processing.
This IE shall always be sent if available.


	Redirecting Party URL
	C
	C
	This IE indicates the SIP URL number identifying the directory number the call was redirected from. This IE shall also be sent if it was received from the gsmSCF due to the previous CAMEL processing.
This IE shall always be sent if available.



	Redirection Information
	C
	C
	This IE contains forwarding related information, such as redirection reason. This IE shall also be sent if it was received from the gsmSCF due to the previous CAMEL processing.

	Service Key
	M
	M
	This IE indicates to the gsmSCF the requested CAMEL Service. It is used to address the required application/SLP within the gsmSCF.

	Subscriber State
	-
	C
	This IE indicates the status of the IMS Subscriber. The states are:

-
CAMELBusy: The IMS subscriber is engaged on a transaction for an originating or terminating IM call session.
-
NetworkDeterminedNotReachable: The network can determine from its internal data that the IMS subscriber is not reachable.

· AssumedIdle: The state of the IMS subscriber is neither "CAMELBusy" nor "NetworkDeterminedNotReachable".
-


	Time And Timezone
	M
	M
	This IE contains the time that the IM-SSF was triggered, and the time zone the IM-SSF resides in.

	
	
	
	



	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	M
Mandatory (The IE shall always be sent). 

C
Conditional (The IE shall be sent, if available).

-
            Not applicable.
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