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7.5.4.2
Handling of mobile terminating SMS in the VLR

The functional behaviour of the VLR is specified in 3GPP TS 29.002 [32]. The procedures specific to CAMEL are specified in the following procedures:
-
Procedure CAMEL_MT_SMS_VLR;

-
Procedure CAMEL_MT_SMS_CHECK_VLR.

[image: image1.emf]/* Procedure called in the process 

MT_SM_VLR (3GPP TS 29.002) */

Procedure CAMEL_MT_SMS_VLR 1(1)
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Figure 7.a12: Procedure CAMEL_MT_SMS_VLR (sheet 1)

[image: image2.emf]/* Procedure in the VLR to check the MT-SMS-CSI 

    and set the MT-SMS-CSI parameter for 

    SEND INFO MT SMS ack accordingly. */

Procedure CAMEL_MT_SMS_CHECK_VLR 1(1)
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Figure a137.: Procedure CAMEL_MT_SMS_CHECK_VLR (sheet 1)

**** First modified section ****

7.5.4.3
CAMEL subscription check for mobile terminating SMS in the SGSN

The functional behaviour of the SGSN for delivery of MT short messages is specified in 3GPP TS 29.002 [32]. The procedure for checking CAMEL capability and subscription information is specified in the following procedure:
-
Procedure CAMEL_MT_SMS_SGSN.
[image: image3.wmf]/* Procedure in the SGSN to check whether

   a CAMEL dialogue should be opened for

   MT SMS delivery. Called from the process

   MT_SM_SGSN (3GPP TS 29.002) */

Procedure CAMEL_MT_SMS_SGSN
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Figure 7.13bisa: Procedure CAMEL_MT_SMS_SGSN (sheet 1)

**** End of document ****
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