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–– First modified section ––

8.1.8
MAP-NOTE-MM-EVENT

...

8.1.8.2
Service primitives

The service primitives are shown in table 8.1/8.

Table 8.1/8: MAP_NOTE_MM_EVENT parameters

Parameter name
Request
Indication
Response
Confirm

Invoke id
M
M(=)
M(=)
M(=)

Event Met
M
M(=)



Service Key
M
M(=)



IMSI
M
M(=)



Basic MSISDN
M
M(=)



Location Information for GPRS
C
C(=)



Location Information
C
C(=)



LSA Identity
C
C(=)



Supported CAMEL Phases
M
M(=)



Offered CAMEL 4 CSIs
C
C(=)



Offered CAMEL 4 Functionalities
C
C(=)



User error


C
C(=)

Provider error



O

8.1.8.3
Parameter use

...

Offered CAMEL 4 CSIs
This parameter indicates the CAMEL phase 4 capabilities offered by the sending entity, VMSC/VLR or SGSN (see clause 7.6.3.36D).
Offered CAMEL 4 Functionalities 

This parameter indicates the CAMEL phase 4 functionalities offered by the sending entity, VMSC/VLR or SGSN (see clause 7.6.3.36G).
–– Next modified section ––

17.7
MAP constants and data types

17.7.1
Mobile Service data types

.$MAP-MS-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-MS-DataTypes (11) version8 (8)}

DEFINITIONS

IMPLICIT TAGS

::=

BEGIN

...

SupportedCamelPhases ::= BIT STRING {


phase1 (0),


phase2 (1),


phase3 (2),


phase4 (3)} (SIZE (1..16)) 

-- A node shall mark in the BIT STRING all CAMEL Phases it supports.

-- Other values than listed above shall be discarded.

OfferedCamel4CSIs ::= BIT STRING { 



o-csi

(0),


d-csi

(1),


vt-csi

(2),


t-csi

(3),


mt-sms-csi
(4),


mg-csi

(5),


psi-enhancements
(6) 

} (SIZE (7..16))

-- A node supporting Camel phase 4 shall mark in the BIT STRING all Camel4 CSIs 

-- it offers.

-- Other values than listed above shall be discarded.

OfferedCamel4Functionalities ::= BIT STRING { 



psi-enhancements
(0),


ica-new-call
(1),


ica-new-party
(2),


split-leg

(3),


move-leg

(4),


disconnect-leg
(5),


entity-released
(6),


dfc-with-argument
(7),


play-tone

(8),


dtmf-mid-call
(9),


charging-indicator
(10),


alerting-dp
(11),


location-at-alerting
(12),


change-of-position-dp
(13),


or-interactions
(14),


warning-tone-enhancements
(15),


cf-enhancements
(16)

} (SIZE (17..32))

-- A node supporting Camel phase 4 shall mark in the BIT STRING all Camel4 

-- functionalities it offers.

-- Other values than listed above shall be discarded.

...

-- mobility management event notificatioon info types

NoteMM-EventArg::= SEQUENCE {


serviceKey
ServiceKey,


eventMet

[0]
MM-Code,


imsi


[1]
IMSI,


msisdn

[2]
ISDN-AddressString,


locationInformation
[3]
LocationInformation
OPTIONAL,


supportedCAMELPhases
[5]
SupportedCamelPhases
OPTIONAL,


extensionContainer
[6]
ExtensionContainer
OPTIONAL,


...,


locationInformationGPRS
[7]
LocationInformationGPRS
OPTIONAL,


offeredCamel4CSIs
[8] 
OfferedCamel4CSIs
OPTIONAL,
offeredCamel4Functionalities
[9] OfferedCamel4Functionalities
OPTIONAL

}

...

.#END

–– END ––
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