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Other comments:
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Reference Discussion Paper (N2-020882), points 4 and 5.

**** First Modified Section ****
9.4.1
VLR or SGSN to gsmSCF information flows

9.4.1.1
Mobility Management event Notification

9.4.1.1.1
Description

This IF is generated by the VLR or SGSN to notify the gsmSCF of a Mobility Management event.

9.4.1.1.2
Information Elements

Information element name
VLR
SGSN
Description

Event Met
M
M
This IE indicates the type of Mobility Management event that lead to the notification. Refer to subclause 9.2.1.1 for the CS subscriber and subclause 9.2.2.1 for the GPRS subscriber.

Service Key
M
M
This IE indicates the Service Logic that the gsmSCF shall apply.

IMSI
M
M
This IE identifies the mobile subscriber to whom the Mobility Event applies.

Basic MSISDN
M
M
This IE identifies the mobile subscriber to whom the Mobility Event applies.

Location Information for CS subscriber
C
-
This IE is described in a table below.
This IE indicates the current location of the MS. 

Location Information for GPRS subscriber
-
C
This IE indicates the current location of the MS which is equivalent to the location info SGSN IE in subclause 7.6.1.2.

Supported CAMEL Phases
M
M
This IE indicates the CAMEL Phases that are supported by the sending entity (VMSC/VLR or SGSN) in which the MS is registered after the mobility management event.






Offered CAMEL4 Functionalities
M
-
This IE is described in subclause 4.6.1.8. 

It indicates the CAMEL phase 4 functionalities offered by the VMSC/VLR.

Location Information for CS subscriber is defined in 3GPP TS 23.018 [12]. The following differences apply:

Information element name
Status
Description

Service area ID
C,E
See 3GPP TS 23.018 [12].

Cell ID
C,E
See 3GPP TS 23.018 [12].

Current Location Retrieved
-
Not applicable

Location area ID
C,E
See 3GPP TS 23.003 [7]. 

Selected LSA Identity
S
This IE indicates the LSA identity associated with the current position of the MS. It shall be present if the LSA ID in the subscriber data matches the LSA ID of the current cell. In the case of multiple matches the LSA ID with the highest priority it shall be present. See 3GPP TS 23.073 [17].
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