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The contents of this CR show only the example. The similar change shall be applied to all the figures and tables which use alphabet for sub numbering throughout the document.

*** Example (similar change shall be applied to all the figures and tables which use alphabet for sub numbering) ***

[image: image1.emf]/* Invocation of CS_gsmSSF */

Process CS_gsmSSF 1(56)

/* Timers used in the CS_gsmSSF process:

Tssf: Application timer in the ssf.

The following timers ar applicable for call legs as well as for the connected SRF (srf ID). 

That is 'pty' may be a leg ID or an srf ID.

Tcp(pty): Timer for call period. 

  This timer measures the duration of a call period.

Tsw(pty): Timer for tariff switch. 

  At the expiration of this timer, a new tariff shall be started.

Tw(pty): Warning timer. 

  At the expiration of this timer, a warning tone shall be played to the calling party.

DELTA(pty): time, measured in the CS_gsmSSF, elapsed between the time an

  ApplyChargingReport operation is send to the gsmSCF and an

  ApplyCharging operation is received from the gsmSCF for that pty.

Tccd(pty): Control of call duration timer. 

  This timer supervises if after sending of ACR a new AC is received for that pty.

  Tccd has a value range of 1 to 20 seconds.

Ranges for the default values for Tssf.

  - non user interaction Tssf timer value: 1 second to 20 seconds

  - user interaction Tssf timer value:         1 minute to 30 minutes

*/


Figure 4.95-1: Process CS_gsmSSF (sheet 1)
[image: image2.emf]/* Invocation of CS_gsmSSF */

Process CS_gsmSSF 2(56)

/* Decision box definition (1)

'armed TDPs for this CSI?'

It is questioned whether or not the ongoing call can encounter further TDPs which are 

indicated in the current CSI.

'Call to be released?'

It is questioned whether or not the ongoing call will be released imediately after CS_gsmSSF 

has responded; that is the ongoing call will not send any signals furtheron to the CS_gsmSSF. 

NOTE: In this case the CS_gsmSSF shall also go to idle.

*/

/* Decision box definitions (2)

Thefollowing decisions are used by procedures in CCF.

'gsmSSF invoked?'

Is the CS_gsmSSF process in any state other than Idle?

*/

/* 

Note to the task box "Perform implicit disarming of DPs";

If DP O_Change_Of_Position and/or DP T_Change_Of_Position are disarmed by this task,

the CS_gsmSSF sends 

Int_Invoke_O_Change_Of_Position_MSC to the CAMEL_O_CHANGE_OF_POSITION_MSC and/or

Int_Invoke_T_Change_Of_Position_MSC to the CAMEL_T_CHANGE_OF_POSITION_MSC 

with the parameter "Transparent, respectively.

*/


Figure 4.95-2: Process CS_gsmSSF (sheet 2)
[image: image3.emf]/* Invocation of CS_gsmSSF */

Process CS_gsmSSF 55(56)

/* Signals to/from the left are to/from the MSC;

    signals to/from the right are to/from the process

    CSA_gsmSSF unless otherwise marked. */

Waiting_for_End_Of_Temporary_Connection_For_DS,

Waiting_for_End_Of_User_Interaction_For_DS

Int_DP_O_

_Abandon

Stop Tssf

Complete_all_

FCI_records

Application_

End

Idle


Figure 4.95-55: Process CS_gsmSSF (sheet 55)
[image: image4.emf]/* Invocation of CS_gsmSSF */

Process CS_gsmSSF 56(56)

/* Signals to/from the left are to/from the MSC;

    signals to/from the right are to/from the process

    CSA_gsmSSF unless otherwise marked. */

Waiting_for_End_Of_Temporary_Connection,

Waiting_for_End_Of_User_Interaction,

SRF_release pending,

Await_Temporary_Connection_Establishment

Int_Request_

ML

Int_Error_

Not_Allowed_Due_

To User_Interaction

-

Int_Request_

SL

Monitoring,

Wait_For_Request,

Waiting _For_Instructions

Int_Request_

ML

Int_Allowed_No_

User_Interaction

-

Int_Request_

SL


Figure 4.95-56: Process CS_gsmSSF (sheet 56)
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