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Reason for change:
(

There is “xx” in the text for the burstlist which should refer the specific figure number.




Summary of change:
(

Change “xx” to the actual figure number (“93”).
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not approved:
Meaningless description would remain.
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Other comments:
(

Question: Although the text reads, “The Warning Period in figure 93 applies to the Apply Charging information flow only”, isn’t it also applied to Play Tone IF? If “yes”, then this sentence may have to be deleted.

4.5.7.1.2
Audible indicators for call duration control

The gsmSCF may instruct the gsmSSF to play either a fixed sequence of tones or a variable sequence of tones with the Apply Charging information flow. The gsmSCF may also instruct the gsmSSF to play a variable sequence of tones with the Play Tone information flow.
For the case of the fixed sequence of tones, the gsmSSF shall play a single sequence of three tones. The duration of each of the tones shall be 200 milliseconds with an intertone interval of 200 milliseconds. This shall be played 30 seconds before the end of a call period. For the case of a variable sequence of tones, or a burst list, the gsmSCF shall indicate the number of tones per burst, the number of bursts to be played, the tone duration, interval between the tones and the interval between the bursts. In addition, the gsmSCF shall indicate in the Apply Charging information flow, the warning time before call period expiry at which the playing of the burst list shall start. Figure 4.93 provides a graphical representation of the variable burst list in the case where there are three tones per burst and three bursts in the burst list. The Warning Period in figure 93 applies to the Apply Charging information flow only.
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Figure 4.93: Representation of burst list
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