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Reason for change:
(

In the description of the Information Elements (IE) ‘Supported CAMEL Phases in GMSC’ and ‘Offered CAMEL4 CSIs in GMSC’ in MAP PRN, it is indicated that these IEs shall be present if received from the GMSC or the gsmSCF. However, the HLR does not receive the ‘Offered CAMEL4 CSIs in GMSC’ IE from gsmSCF, so this IE can not be forwarded to the VLR in MAP PRN. Hence, the description of MAP PRN shall be corrected accordingly.

Furthermore, when the VLR receives MAP PRN from the HLR, as a result of MAP SRI from gsmSCF to HLR, the VLR has no use for the IE ‘Supported CAMEL Phases in GMSC”. So the words “or the gsmSCF” shall be removed for this IE in MAP PRN.




Summary of change:
(

Remove the text ‘or the gsmSCF’ from the IEs ‘Supported CAMEL Phases in GMSC’ and ‘Offered CAMEL4 CSIs in GMSC’ in section 4.6.7.4.2.




Consequences if 
(

not approved:
Without this change, it will not be clear whether the HLR shall send the above referred IEs to the VLR in MAP PRN, when the PRN is triggered by MAP SRI from gsmSCF. This may lead to interworking problems between HLR and VLR.
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*** First Modified Section ***

4.6.7.4
Provide Roaming Number

4.6.7.4.1
Description

This IF is specified in 3GPP TS 23.018 [Error! Reference source not found.]; it is used by the HLR to request a roaming number from the VLR.

4.6.7.4.2
Information Elements

Provide Roaming Number contains the following CAMEL specific information elements:

Information element name
Status
Description

Suppression Of Announcements
S
This IE indicates that announcements or tones generated as a result of unsuccessful call establishment shall be suppressed. It shall be present if the HLR received it in the Send Routeing Info IF.

Call Reference Number
M
This IE carries the Call Reference Number provided by the GMSC or the gsmSCF in the Send Routeing Info IF.

GMSC Or gsmSCF Address
M
This IE is the E.164 address of the GMSC for an MT call or the E.164 address of the gsmSCF for a gsmSCF initiated call.

Alerting Pattern
S
This IE indicates the kind of Alerting Pattern to be applied. It shall be present if the HLR received it from the GMSC or the gsmSCF in the Send Routeing Info IF.

Supported CAMEL Phases In GMSC
S
This IE indicates the CAMEL Phases supported in the GMSC. It shall be present if the HLR received it from the GMSC in the Send Routeing Info.

Offered CAMEL4 CSIs In GMSC
S
This IE indicates the CAMEL phase 4 CSIs offered in the GMSC. It shall be present if the HLR received it from the GMSC in the Send Routeing Info.

Suppress VT‑CSI
S
This IE indicates that VT‑CSI shall be suppressed for the called party. This IE shall be present if the HLR received it in the Send Routeing Info IF.

OR not Supported In GMSC
S
This IE indicates that the VMSC should not attempt to invoke Optimal Routeing of late call forwarding. It shall be present if this IF was triggered by a Send Routeing IF for a gsmSCF initiated call.
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