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Reason for change:
(

Figure 4.95s: Process CS_gsmSSF (sheet 19) specifies the gsmSSF handling of the Request Report BCSM Event (RRB) information flow from the gsmSCF.

The comment in the figure about the leg for which RRB is received should apply also to other DPs than O/T Disconnect, e.g. O_Answer, O_Busy etc. Reason is that other events, such as O_Answer, may occur for several legs. Hence, when RRB is received by the gsmSSF, it shall process RRB for the indicated leg only.

This comment in the SDL shall therefore either be removed or enhanced. The present CR proposes that the comment be removed, since the processing of RRB in the gsmSSF is already specified in the Information Flow in TS 23.078 (sect. 4.6.2.19) and in the Procedure Description in TS 29.078 (sect. 11.27.1).

Sheets 25 and 26 of above mentioned figure, specify the processing in the gsmSSF of the Answer event and the call set up failure events. These sheets contain a comment that the implicit disarming of the O_/T_Disconnect DPs shall apply only to the leg for which the Answer event or the call set up failure event occurred.

However, this restriction applies also to other DPs that are subject to implicit disarming.

Therefore, the comment in sheets 25 and 26 shall either be removed or enhanced. The present CR proposes that the comments be removed, since the disarming of events is already specified the implicit disarming rules table.
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(1) Correct figure 4.95-19 (process CS_gsmSSF): remove the comment

(2) Correct figure 4.95-25 (process CS_gsmSSF): remove the comment
(3) Correct figure 4.95-26 (process CS_gsmSSF): remove the comment
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Figure 4.95-19: Process CS_gsmSSF (sheet 19)
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Figure 4.95-25: Process CS_gsmSSF (sheet 25)
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Figure 4.95-26: Process CS_gsmSSF (sheet 26)
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