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**** FIRST MODIFIED SECTION    ****

17.7
MAP constants and data types

17.7.1
Mobile Service data types

.$MAP-MS-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-MS-DataTypes (11) version8 (8)}

DEFINITIONS

IMPLICIT TAGS

::=

BEGIN

EXPORTS


-- location registration types


UpdateLocationArg,


UpdateLocationRes,


CancelLocationArg,


CancelLocationRes, 


PurgeMS-Arg, 


PurgeMS-Res,


SendIdentificationArg,


SendIdentificationRes, 


UpdateGprsLocationArg,


UpdateGprsLocationRes,


IST-SupportIndicator, 


SupportedLCS-CapabilitySets,

-- gprs location registration types


GSN-Address,


-- handover types


ForwardAccessSignalling-Arg,


PrepareHO-Arg,


PrepareHO-Res,


PrepareSubsequentHO-Arg, 


PrepareSubsequentHO-Res,


ProcessAccessSignalling-Arg,


SendEndSignal-Arg,


SendEndSignal-Res,


-- authentication management types


SendAuthenticationInfoArg,


SendAuthenticationInfoRes, 


AuthenticationFailureReportArg,

AuthenticationFailureReportRes,


-- security management types


EquipmentStatus,


Kc,


-- subscriber management types


InsertSubscriberDataArg,


InsertSubscriberDataRes, 


LSAIdentity,


DeleteSubscriberDataArg,


DeleteSubscriberDataRes,


Ext-QoS-Subscribed,

SubscriberData,


ODB-Data,


SubscriberStatus,


ZoneCodeList,


maxNumOfZoneCodes, 


O-CSI, 

D-CSI,


O-BcsmCamelTDPCriteriaList, 


T-BCSM-CAMEL-TDP-CriteriaList,


SS-CSI,


ServiceKey,


DefaultCallHandling,


CamelCapabilityHandling,


BasicServiceCriteria,


SupportedCamelPhases,


OfferedCamel4CSIs,


OfferedCamel4Functionalities,


maxNumOfCamelTDPData,


CUG-Index, 


CUG-Info,


CUG-Interlock,


InterCUG-Restrictions,


IntraCUG-Options,


NotificationToMSUser, 


QoS-Subscribed,
IST-AlertTimerValue,


T-CSI,


T-BcsmTriggerDetectionPoint,

APN,
.……
-- location registration types

UpdateLocationArg ::= SEQUENCE {


imsi


IMSI,


msc-Number
[1] ISDN-AddressString,


vlr-Number
ISDN-AddressString,


lmsi


[10] LMSI
OPTIONAL,


extensionContainer
ExtensionContainer
OPTIONAL,


... ,


vlr-Capability
[6] VLR-Capability
OPTIONAL,


informPreviousNetworkEntity
[11]
NULL

OPTIONAL,


cs-LCS-NotSupportedByUE
[12]
NULL

OPTIONAL,


v-gmlc-Address
[2]
GSN-Address
OPTIONAL }

VLR-Capability ::= SEQUENCE{


supportedCamelPhases  
[0] SupportedCamelPhases
OPTIONAL,


extensionContainer
ExtensionContainer
OPTIONAL,


... ,

solsaSupportIndicator
[2] NULL

OPTIONAL,

istSupportIndicator
[1] IST-SupportIndicator
OPTIONAL,


superChargerSupportedInServingNetworkEntity
[3] SuperChargerInfo
OPTIONAL,


longFTN-Supported
[4]
NULL

OPTIONAL,


supportedLCS-CapabilitySets
[5]
SupportedLCS-CapabilitySets
OPTIONAL,


offeredCamel4CSIs
[6] OfferedCamel4CSIs
OPTIONAL }

.…..

SGSN-Capability ::= SEQUENCE{


solsaSupportIndicator
NULL


OPTIONAL,


extensionContainer
[1] ExtensionContainer
OPTIONAL,


... ,


superChargerSupportedInServingNetworkEntity
[2] SuperChargerInfo
OPTIONAL ,


gprsEnhancementsSupportIndicator 
[3] NULL

OPTIONAL,


supportedCamelPhases  
[4] SupportedCamelPhases
OPTIONAL,


supportedLCS-CapabilitySets
[5]  SupportedLCS-CapabilitySets
OPTIONAL,

offeredCamel4CSIs
[6] OfferedCamel4CSIs
OPTIONAL }

.…..

InsertSubscriberDataRes ::= SEQUENCE {


teleserviceList
[1] TeleserviceList
OPTIONAL,


bearerServiceList
[2] BearerServiceList
OPTIONAL,


ss-List

[3] SS-List
OPTIONAL,


odb-GeneralData
[4] ODB-GeneralData
OPTIONAL,


regionalSubscriptionResponse
[5] RegionalSubscriptionResponse
OPTIONAL,


supportedCamelPhases
[6] SupportedCamelPhases
OPTIONAL,


extensionContainer
[7] ExtensionContainer
OPTIONAL,


... ,

offeredCamel4CSIs
[8] OfferedCamel4CSIs
OPTIONAL }

.…..

OfferedCamel4CSIs ::= BIT STRING { 



o-csi

(0),


d-csi

(1),


vt-csi

(2),


t-csi

(3),


mt-sms-csi
(4),


mg-csi

(5),


psi-enhancements
(6),


enhanced-dcsi
(7)  
} (SIZE (8..16))

-- A node supporting Camel phase 4 shall mark in the BIT STRING all Camel4 CSIs 

-- it offers.

-- Other values than listed above shall be discarded.

OfferedCamel4Functionalities ::= BIT STRING { 



initiateCallAttempt
(0),


splitLeg

(1),


moveLeg

(2),


disconnectLeg
(3),


entityReleased
(4),


dfc-WithArgument
(5),


playTone

(6),


dtmf-MidCall
(7),


chargingIndicator
(8),


alertingDP
(9),


locationAtAlerting
(10),


changeOfPositionDP
(11),


or-Interactions
(12),


warningToneEnhancements
(13),


cf-Enhancements
(14),


dcsi-enhancement
(15)
} (SIZE (16..32))

-- A node supporting Camel phase 4 shall mark in the BIT STRING all Camel4 

-- functionalities it offers.

-- Other values than listed above shall be discarded.

.…..

AnyTimeSubscriptionInterrogationRes ::= SEQUENCE {


callForwardingData
[1] CallForwardingData
OPTIONAL,


callBarringData
[2] CallBarringData
OPTIONAL,


odb-Info

[3] ODB-Info
OPTIONAL,


camel-SubscriptionInfo
[4] CAMEL-SubscriptionInfo
OPTIONAL,


supportedVLR-CAMEL-Phases
[5] SupportedCamelPhases
OPTIONAL,


supportedSGSN-CAMEL-Phases
[6] SupportedCamelPhases
OPTIONAL,


extensionContainer
[7] ExtensionContainer
OPTIONAL,


... ,


offeredCamel4CSIsInVLR
[8] OfferedCamel4CSIs
OPTIONAL,


offeredCamel4CSIsInSGSN
[9] OfferedCamel4CSIs
OPTIONAL }

.…..

.#END
**** End of Modification    ****
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