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Reason for change:
(

29.078 V3.14.0 (2002-12) specifies in "11.9 CallInformationReport procedure" that "The report is sent at the end of a call party connection which is indicated by one of the events specified below.". The fact that the report is send at the end of the connection / in faliure cases is re-confirmed also in the "11.9.2.1 Normal procedure" for the Invoking entity (gsmSSF):

" If the gsmSSF FSM executes a state transition caused by one of the following events:

-
release for the indicated or default leg;

-
abandon for the indicated or default leg;

-
Called party busy or Not Reachable for the indicated or default leg;

-
gsmSSF no answer timer expiration for the indicated or default leg;

-
route select failure for the indicated or default leg;

-
release of call initiated by the gsmSCF (ReleaseCall),

and "CallInformationRequest" is pending for the indicated or default legs then one "CallInformationReport" operation is sent to the gsmSCF containing all information requested for that leg.".

In contrary "Figure 4.64f: Process gsmSSF (sheet 6)" implies to have an Call Information Report for leg 1 if CAP_Connect is received in the state "Waiting for Instruction" and "Int_Connect" is issued. However in that case leg1 continues to exsist and no Call Information Report shall apply for leg1.

This is also independent on wether or not the Destination Number was modified. Also the decission box "DP was due to Call Forwarding" would not be necessary.




Summary of change:
(

Process CS_gsmSSF, sheet 14: The decision boxes "DP was due to Call Forwarding" and “destination number changed” and will be removed. The box “Handle_CIR_leg (leg 1)” will be moved to the “Int_Continue” branch. This is necessary because a CIR for leg 1 is only sent if leg 1 is released. This is not the case if the outgoing leg is re-connected.

Delete in the above mentioned SDL the Call Information Report sending for leg1.




Consequences if 
(

not approved:
23.078 and 29.078 are inconsistent and different handling of the Call Information Report will exist in various handlings in the gsmSSFs and gsmSCFs and the services will not work.
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–– Modified section ––

4.5.6.4
Process gsmSSF and procedures

...
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/* Signals to/from the left are to/from the MSC;

signals to/from the right are

to/from the gsmSCF.  */
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Figure 4.64f: Process gsmSSF (sheet 6)

–– END ––
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