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	An HLR may support MAP Any Time Interrogation (ATI) in accordance with 3GPP Rel-5. The ATI IF specifies that the gsmSCF indicate the Requested Domain.

However, the gsmSCF that sends MAP ATI may be a gsmSCF that supports MAP ATI in accordance with an earlier release than 3GPP Rel-5. In that case, MAP ATI will not contain the Requested Domain.

The current ATI IF specifies that the Requested Domain is Mandatory. However, in above sketched scenario, the HLR can not receive the Requested Domain indicator. This may lead to unpredictable and inconsistent behaviour in the HLR.

The present CR proposes that this discrepancy be resolved by specifiying that when the HLR does not receive the Requested Domain, it shall assume “citcuit switched”.
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–– First modified section ––

11.3.3
gsmSCF to HLR information flows

11.3.3.1
Any Time Interrogation Request

11.3.3.1.1
Description

This IF is used to request information (any one or more of subscriber state, subscriber location, IMEI (with software version) and MS classmark information for the requested domain) from the HLR at any time.

11.3.3.1.2
Information Elements

	Information element name
	Status
	Description

	Subscriber Identity
	M
	This IE identifies the subscriber for which the information is requested. The identity shall be either:

-
IMSI, or

-
MSISDN.

	Requested Info
	M
	This IE indicates the type of subscriber information being requested. This IE is described in a table below.

	gsmSCF Address
	M
	This IE indicates the address of the interrogating gsmSCF.


Requested Info contains the following information elements:

	Information element name
	Status
	Description

	Location Information
	O
	This IE indicates that the Location Information is requested.

	Subscriber State
	O
	This IE indicates that the Subscriber State is requested.

	Current Location
	O,S
	This IE indicates that the Current Location is requested. This IE shall not be present if Location Information is not present in Requested Info.

	Requested Domain
	M
	This IE indicates for which domain the subscriber info is requested. It shall be one of the following:

-
circuit switched domain;

-
packet switched domain.
When an HLR receives ATI from a gsmSCF that does not support CAMEL Phase 4, then that HLR shall assume “circuit switched domain”.

	IMEI (with software version)
	O
	This IE indicates that the IMEI (with software version) is requested.

	MS class mark information for the requested domain
	O
	This IE indicates that the MS classmark information for the indicated domain is requested.


Requested Info shall contain one or more of the following information elements:

-
Location Information;

-
Subscriber State;

-
IMEI (with software version);

-
MS classmark information for the requested domain.

–– End of CR ––
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