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The CN2 meetings have identified a number of open issues on TS 23.078 and TS 29.078. This document lists those open issues and principal decision made.

Non-IMS topics:

1. What is the HLR behaviour when the HLR does not accept MAP-SRI from SCP? Shall we specify certain error code for this?

2. Barring/ODB for GPRS: How this is reported to SCP?
3. 
4. 29.078 is talking about “valid CSI”. In a SCP initiated new call (NC) case there is no CSI.
5. Parallel tones in CPH configuration: Is 2 times PlayTone likely for the same leg? What shall happen if there is a tone for a particular leg, and simultaneous a tone for the call segment (in which the leg is)? <Tdocs 213 (Nokia) and 242 (Alcatel)>
6. Apply Charging warning tone to SRF connection. It is described in 29.078 but missing from 23.078. <Tdoc 257 (Alcatel) and 270 (Nokia)>
7. Resumption counter handling for Call Segment and leg. <Tdoc 239 (Alcatel) and 210 (Nokia)>
8. Is DisconnectLeg operation allowed at DP3 for enhanced dialled services?
9. There are some connection view issues: If TDP2 services does CPH and creates new legs, the TDP3 service is not aware of these changes. TDP3 service sees leg1 and leg2, so it may try e.g. FCI(leg1) which may not exist. Also, there are SDL modelling problems, CS_gsmSSF2(TDP3) has no access to CS_gsmSSF1(TDP2).
10. Peculiar handling of line identification services. 22.078 can change CLIR in the NC case but not in NP case. <Nokia tdocs N2-030211 & N2-030212>.
11. Abandon EDP-R has a problem. ISUP events are not taken into account. (Answer and Disconnect). This is an issue with CPH, in CAMEL3 it was not a big deal because call will be cleared anyway.
12. Refer to process CAMEL_ICA_MSC in TS 23.078, sheets 5(7) and 6(7). It has been noticed that there are two occurrences of the input signal Int_Midcall in the state Wait_For_Answer. There are also two occurrences of the input signal Release in that state. A few more signals are duplicated in certain states.
IMS topics:

A. 
B. 
C. 
D. 
E. 
F. Timer handling in IMS, in general. (NP-030033)
