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4.6.2.15
Initiate Call Attempt

4.6.2.15.1
Description

This IF is used to request the gsmSSF to create a new party in an existing call (NP), or to create a completely new call (NC). The created leg is an originating call. The address information provided by the gsmSCF is used. 

4.6.2.15.2
Information Elements

	Information element name
	NC
	NP
	Description

	Destination Routeing Address
	M
	M
	This IE contains the called party number towards which the call is to be routed. 

For calls to an MS this can be the MSISDN (for routeing via a GMSC) or the MSRN received from the HLR (for routeing direct to the VMSC).
In both cases this field is copied to the Called Number field of the call record. <CR editor’s note: if the MSRN leads to another MSC then MSC can not know what the number is.> If this IE contains a MSRN then it is not copied to the Roaming Number field <CR editor’s note: If the LI CR solves this topic, the last sentence is not needed>. For details see 3GPP TS 32.205 [34]. 


	Calling Party Number
	M
	-
	This IE identifies which number shall be regarded as the calling party for the created call. This field is copied to Served MSISDN and Calling Number fields of the call record(s). For details see 3GPP TS 32.205 [34].

	Leg To Be Created
	M
	M
	This IE indicates the legID to be assigned to the newly created party. The leg ID shall not be 1.

	New Call Segment
	M
	M
	This IE indicates the CS ID to be assigned to the newly created call segment. 

	Call Reference Number
	M
	-
	This IE may be used by the gsmSCF for inclusion in a network optional gsmSCF call record. The call reference number is included by the MSC in the call record.

	gsmSCF Address
	M
	-
	This IE contains the address of the gsmSCF which initiated the new call.

This IE is required for a unique Call Reference.

	Suppress T‑CSI 
	O
	-
	This IE indicates that T‑CSI shall be suppressed on the terminating leg.
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