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Reason for change:
(

When reading the description of subclause 4.5.10 (CAMEL specific handling of location updating and data restoration), "The HLR may shall then send to the VLR CAMEL subscription data for one of the CAMEL phases supported by the VLR or, if some different handling is required, data for substitute handling", this sounds the following three behaviors are possible. The VLR

- sends VLR CAMEL ....., or

- sends data for substitute handling, or

- does nothing (?), or

- does something else (?).

However, "does nothing" or "does something else" options are not assumed in this situation.

All the confusion come from the usage of "may" in the above sentence. Compared with the description in the CAMEL Phase 3 or before, the term "shall" has been used. The "may" in CAMEL Phase 4 shall also be "shall".




Summary of change:
(

Change "may" to "shall".
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not approved:
Confusion remains whether there are still other possible behavior by the HLR.
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*** For Information (CAMEL Phase 2 - 03.78 v7.8.1) ***

8.12
CAMEL specific handling of location updating and data restoration

When requesting location updating or data restoration the VLR shall indicate to the HLR which CAMEL phases it supports.

The CAMEL phase 2 HLR shall then send to the VLR CAMEL subscription data for one of the CAMEL phases supported by the VLR or, if some different handling is required, data for substitute handling.

*** For Information (CAMEL Phase 3 - 23.078 v3.G.0 with modification) ***

4.5.9
CAMEL specific handling of location updating and data restoration

When requesting location updating or data restoration the VLR shall indicate to the HLR which CAMEL phases it supports.

The HLR shall then send to the VLR CAMEL subscription data for one of the CAMEL phases supported by the VLR or, if some different handling is required, data for substitute handling.

When the location update has been completed, the MSC/VLR in which the subscriber is registered after the location update, shall check the M-CSI. If a Mobility Management notification to the gsmSCF is required for this subscriber, then the MSC/VLR shall now send the notification to the gsmSCF.

Refer to clause 9.2.1 for a description of M-CSI and the conditions under which a notification shall be sent.
*** Modified part ***

4.5.10
CAMEL specific handling of location updating and data restoration

When requesting a location update or data restoration the VLR shall indicate to the HLR which CAMEL phases it supports and which CAMEL phase 4 CSIs can be downloaded.

The HLR shall then send to the VLR CAMEL subscription data for one of the CAMEL phases supported by the VLR or, if some different handling is required, data for substitute handling.

When the location update has been completed, the MSC/VLR in which the subscriber is registered after the location update shall check the M‑CSI. If a Mobility Management notification to the gsmSCF is required for this subscriber, then the MSC/VLR shall send the notification to the gsmSCF.

Refer to subclause 9.2.1 for a description of M‑CSI and the conditions under which a notification shall be sent.
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