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Reason for change:
(

In the SDL “procedure Handle_ACR”, there is a check box “pty continues”. But the specifications does not provide any clarification about what does “pty continues” means and when does it acquires the value YES or NO.

In the Figure 4.95-1: Process CS_gsmSSF (sheet 1), “pty” is defined to be a Leg-ID or an SRF-ID.

Also, there is a flag LegActive defined in the SDL figures 4.95-36 and 4.95-51 which becomes TRUE for SSF when sending ACReport to SCF and the call (or connection) is still active.

Now refer the following figures (SDLs),

Figure 4.95-21 and 4.95-34: Process CS_gsmSSF (sheet 21 and 34) :: flag LegActive becomes FALSE when handling event Int_ReleaseCall in WFI and Montoring state respectively.

Figure 4.95-23 and 4.95-31: Process CS_gsmSSF (sheet 23 and 31) :: flag LegActive becomes FALSE when handling event Int_O/T_Exception in WFI and Montoring state respectively.

Figure 4.95-29: Process CS_gsmSSF (sheet 29) :: flag LegActive becomes FALSE when handling DPs O/T-No-Answer, O/T-Busy and Route_Select_Failure in Monitoring state.

Figure 4.95-38: Process CS_gsmSSF (sheet 38) :: flag LegActive becomes FALSE when handling event Int_TC_Release and DFC operation in WFEOTC state.

Figure 4.95-39: Process CS_gsmSSF (sheet 39) :: flag LegActive becomes FALSE when handling event Int_SRF_Release, DFC and DFCWA operations in WFEOUI state.

Figure 4.95-45: Process CS_gsmSSF (sheet 45) :: flag LegActive becomes FALSE when handling DPs O/T-Disconnect and O/T-Abandon in WFI, Monitoring, WFEOUI and WFEOTC states.

Figure 4.95-36 and 4.95-51: Process CS_gsmSSF (sheet 36 and 51) :: flag LegActive becomes FALSE when handling Tcp timer expiry in Montoring and WFEOUI/WFEOTC states respectively and the call (or connection) is being released.

In all the above mentioned SDLs, the call (or connection) becomes inactive and doesn’t continues along with the flag LegActive becoming FALSE. Thus, we can conclude that the check “pty continues” depends on the flag “LegActive”. As the term “pty continues” doesn’t has any clarification in the specifications and is ambiguous, it is advisable to change the decision box “pty continues” with the decision box “LegActive”.

Now refer the following figure (SDL),

Figure 4.95-36: Process CS_gsmSSF (sheet 36) :: In the case of handling Tcp expiry in Monitoring state, when the release is not for the last leg of CS, the flag LegActive value is not set at the Handle_ACR task box. This has been missed here, unlike all the other figures(SDLs) mentioned above. 




Summary of change:
(

In the SDL, “procedure Handle_ACR”, the decision box “pty continues” is replaced by the decision box “LegActive”. The values Yes and No for “pty continues” are replaced by values True and False for “LegActive” respectively.

In the SDL Figure 4.95-36: Process CS_gsmSSF (sheet 36), the value for LegActive = FALSE is mentioned at the Handle_ACR task box in case of handling Tcp expiry in Monitoring state when the release is not for the last leg of CS.




Consequences if 
(

not approved:
Insufficient explanation of “pty continues” check box in specification will lead to inconsistency in implementation of SDL’s. 

Absence of “LegActive := FALSE” check box in SDL Figure 4.95-36 will lead to improper processing of “procedure Handle_ACR” when the release is not for the last leg of CS. This will cause inter-working problems if SCP and MSC have different understanding what is reported when non-last leg is released due to call period timer.
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Figure 4.101-1: Procedure Handle_ACR (sheet 1)
**** Next Modified Section ****
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Figure 4.95-36: Process CS_gsmSSF (sheet 36)
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