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Figure 4.22-1: Process MT_IM_SSF (sheet 1)
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 Figure 4.22-2: Process MT_IM_SSF (sheet 2)
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Figure 4.22-3: Process MT_IM_SSF (sheet 3) 
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Figure 4.22-4: Process MT_IM_SSF (sheet 4)
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Figure 4.22-5: Process MT_IM_SSF (sheet 5)
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Figure 4.28-1: Procedure CAMEL_IMCN_MT_UNSUCCESSFUL (sheet 1)
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Figure 4.28-2: Procedure CAMEL_IMCN_MT_UNSUCCESSFUL (sheet 2)
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Figure 4.28-3: Procedure CAMEL_IMCN_MT_UNSUCCESSFUL (sheet 3)
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Figure 4.28-4: Procedure CAMEL_IMCN_MT_UNSUCCESSFUL (sheet 4)


[image: image15.wmf]Procedure in IM-SSF to handle unsuccessful

events in Mobile Terminating Call in IMS.

Procedure CAMEL_IMCN_MT_UNSUCCESSFUL

5(5)

/* Signals to/from the left are to/from the MS via S-CSCF;

signals to/from right are to/from the imcnSSF, 

unless otherwise stated. */

DP_T_Busy

DP_T_No_Answer

CANCEL

From the originating 

S-CSCF

Int_Connect_To

Resource

CAMEL_IMCN_

MT_CANCEL

CAMEL_

MT_CTR

Result ?

487 Request

Terminated

To the originating 

S-CSCF

-

200 OK

Result :=

Fail

Fail

Pass


Figure 4.28-5: Procedure CAMEL_IMCN_MT_UNSUCCESSFUL (sheet 5)

**** End ****
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