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	Reason for change:
(

	According to 3GPP TSs 23.066 and 29.002, MNP Requested Info IE in MAP message Any-Time-Interrogation does not contain any data.

In clause 12.3.1.1.2 of 3GPP TS 23.078 there is an IE description table that contains possible IE for IE MNP Requested Info resulting in a misalignment between the TSs concerning MNP functionality.

	
	

	Summary of change:
(

	Remove IE description table for parameter MNP Requested Info.

	
	

	Consequences if 
(

not approved:
	Misalignment between TS 29.002, 23.066 and 23.078.

Unclear requirements towards imlpementation.

	
	

	Clauses affected:
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	Other comments:
(

	Refer to Change request NP-030392 for more information concerning this issue; refer also to the “for information” section of the present CR for the ATI Request ASN.1 syntax. Parameter mnpRequestedInfo does not contain sub-parameters.


*** For Information – extract from 3GPP TS 29.002 V5.7.0 ***
AnyTimeInterrogationArg ::= SEQUENCE {


subscriberIdentity
[0] SubscriberIdentity,


requestedInfo
[1] RequestedInfo,


gsmSCF-Address
[3] ISDN-AddressString,


extensionContainer
[2] ExtensionContainer
OPTIONAL,


...}

RequestedInfo ::= SEQUENCE {


locationInformation
[0] NULL

OPTIONAL,


subscriberState
[1] NULL

OPTIONAL,


extensionContainer
[2] ExtensionContainer
OPTIONAL,


..., 


currentLocation
[3] NULL

OPTIONAL,


requestedDomain
[4] DomainType
OPTIONAL,


imei


[6] NULL

OPTIONAL,


ms-classmark
[5] NULL

OPTIONAL,


mnpRequestedInfo
[7] NULL 

OPTIONAL


}

--
currentLocation shall be absent if locationInformation is absent

*** First Modification ***
12 Subscriber Mobile Number Portability status retrieval
…

12.3 Description of information flows

…

12.3.1
gsmSCF to MNP SRF information flows

12.3.1.1
Any Time Interrogation Request
12.3.1.1.1
Description

This IF is used by the gsmSCF to request the MNP information for subscribers from the MNP SRF at any time.

12.3.1.1.2
Information Elements

	Information element name
	Status
	Description

	gsmSCF Address
	M
	This IE indicates the address of the interrogating gsmSCF.

	Requested Info
	M
	This IE indicates the type of subscriber information that is requested. It shall have the following value:

-
MNP Requested Info.

	Subscriber Identity
	M
	This IE identifies the subscriber for which the information is requested. The identity shall be:

-
MSISDN.



	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


*** End of Modification ***
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