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-- For Information --

InitialDPArg {PARAMETERS-BOUND : bound} ::= SEQUENCE {


serviceKey






[0] ServiceKey
,


calledPartyNumber




[2] CalledPartyNumber {bound}



OPTIONAL,


callingPartyNumber




[3] CallingPartyNumber {bound}



OPTIONAL,


callingPartysCategory



[5] CallingPartysCategory




OPTIONAL,


cGEncountered





[7] CGEncountered






OPTIONAL,


iPSSPCapabilities




[8] IPSSPCapabilities {bound}



OPTIONAL,


locationNumber





[10] LocationNumber {bound}




OPTIONAL,


originalCalledPartyID



[12] OriginalCalledPartyID {bound}


OPTIONAL,


extensions






[15] Extensions {bound}





OPTIONAL,


highLayerCompatibility



[23] HighLayerCompatibility




OPTIONAL,


additionalCallingPartyNumber

[25] AdditionalCallingPartyNumber {bound}
OPTIONAL,


bearerCapability




[27] BearerCapability {bound}



OPTIONAL,


eventTypeBCSM





[28] EventTypeBCSM






OPTIONAL,


redirectingPartyID




[29] RedirectingPartyID {bound}



OPTIONAL,


redirectionInformation



[30] RedirectionInformation




OPTIONAL,


cause







[17] Cause {bound}






OPTIONAL,


serviceInteractionIndicatorsTwo

[32] ServiceInteractionIndicatorsTwo

OPTIONAL,


carrier







[37] Carrier {bound}





OPTIONAL,


cug-Index






[45] CUG-Index







OPTIONAL,


cug-Interlock





[46] CUG-Interlock






OPTIONAL,


cug-OutgoingAccess




[47] NULL








OPTIONAL,


iMSI







[50] IMSI








OPTIONAL,


subscriberState





[51] SubscriberState





OPTIONAL,


locationInformation




[52] LocationInformation




OPTIONAL,


ext-basicServiceCode



[53] Ext-BasicServiceCode




OPTIONAL,


callReferenceNumber




[54] CallReferenceNumber




OPTIONAL,


mscAddress






[55] ISDN-AddressString





OPTIONAL,


calledPartyBCDNumber



[56] CalledPartyBCDNumber {bound}


OPTIONAL,


timeAndTimezone





[57] TimeAndTimezone {bound}



OPTIONAL,


callForwardingSS-Pending


[58] NULL








OPTIONAL,


initialDPArgExtension



[59] InitialDPArgExtension {bound}


OPTIONAL,


...


}

InitialDPArgExtension {PARAMETERS-BOUND : bound} ::= SEQUENCE {


gmscAddress






[0] ISDN-AddressString





OPTIONAL,


forwardingDestinationNumber


[1] CalledPartyNumber {bound}



OPTIONAL,


ms-Classmark2





[2] MS-Classmark2






OPTIONAL,


iMEI







[3] IMEI








OPTIONAL,


supportedCamelPhases



[4] SupportedCamelPhases




OPTIONAL,


offeredCamel4Functionalities

[5] OfferedCamel4Functionalities


OPTIONAL,


bearerCapability2




[6] BearerCapability {bound}



OPTIONAL,


ext-basicServiceCode2



[7] Ext-BasicServiceCode




OPTIONAL,

...
}

-- If iPSSPCapabilities is not present then this denotes that a colocated gsmSRF is not 

-- supported by the gsmSSF. If present, then the gsmSSF supports a colocated gsmSRF capable 

-- of playing announcements via elementaryMessageIDs and variableMessages, the playing of

-- tones and the collection of DTMF digits. Other supported capabilities are explicitly 

-- detailed in the IPSSPCapabilities parameter itself.

-- Carrier is included at the discretion of the gsmSSF operator.

-- For Information --

11.20
InitialDP procedure

11.20.1
General description

The gsmSSF uses this operation after detection of a TDP‑R in the BCSM, to request the gsmSCF for instructions to complete the call.

11.20.1.1
Parameters

. . .

-
bearerCapability:
This parameter indicates the type of the bearer capability connection or the transmission medium requirements to the user. It is a network option to select which of the two parameters to be used:

-
bearerCap:
This parameter contains the value of the ISUP User Service Information parameter.

The parameter "bearerCapability" shall be included in the "InitialDP" operation only in the case the ISUP User Service Information parameter is available at the gsmSSF.

If User Service Information and User Service Information Prime are available at the gsmSSF, then the "bearerCap" shall contain the value of the User Service Information Prime parameter.

. . .

-
ext‑BasicServiceCode:
This parameter indicates the Basic Service Code.

. . .

-
bearerCapability2:
This parameter indicates the type of the bearer capability connection or the transmission medium requirements to the user.

-
ext‑BasicServiceCode2:
This parameter indicates the Basic Service Code2.

-- Next modified section --

11.18
EventReportBCSM procedure

11.18.1
General description

The gsmSSF uses this operation to notify the gsmSCF of a call related event previously requested by the gsmSCF in a "RequestReportBCSMEvent" operation.

11.18.1.1
Parameters

-
eventTypeBCSM:
This parameter specifies the type of event that is reported.

-
eventSpecificInformationBCSM:
This parameter indicates the call related information specific to the event.

For Route_Select_Failure it shall contain the "FailureCause", if available.

For O_Busy it shall contain the "BusyCause", if available.

· If the busy event is triggered by an ISUP release message, then the BusyCause is a copy of the ISUP release cause, for example: Subscriber absent, 20 or User busy, 17.

· If the busy event is trigerred by a MAP error, for example: Absent subscriber, received from the HLR, then the MAP cause is mapped to the corresponding ISUP release cause.

NOTE 1:
If no BusyCause is received, then the gsmSCF shall assume busy.

For T_Busy it may contain the following parameters, if available.

-
CallForwarded:
This parameter indicates that the busy event is triggered by call forwarding at the GMSC or VMSC.
-
ForwardingDestinationNumber:
This parameter indicates the forwarding destination.

-
RouteNotPermitted:
This parameter indicates that the busy event is triggered because call forwarding was not invoked in this GMSC due to the rules of Basic Optimal Routeing.
-
BusyCause:

· If the busy event is triggered by an ISUP release message, then the BusyCause is a copy of the ISUP release cause, for example: Subscriber absent, 20 or User busy, 17.

· If the busy event is triggered by a MAP error, for example: Absent subscriber, received from the HLR, then the MAP cause is mapped to the corresponding ISUP release cause.
· If the busy event is triggered by call forwarding or call deflection invocation in the GMSC or VMSC, then the BusyCause will refer to the release cause in accordance with the mapping table in 3GPP TS 23.078 [7].
NOTE 2:
If no BusyCause is received, then the gsmSCF shall assume busy.

· If the busy event is triggered by call forwarding at the GMSC, then the BusyCause reflects the forwarding reason (Subscriber Absent, 20 or User busy, 17). The eventSpecificInformationBCSM shall in that case also contain the CallForwarded indication.

For O_No_Answer it shall be empty.

For T_No_Answer it may contain the CallForwarded indication and the ForwardingDestinationNumber.

· If the No_Answer event is triggered by an ISUP release message or expiry of the CAMEL timer TNRy, then the eventSpecificInformationBCSM shall be empty.

· If the No_Answer event is triggered by call forwarding at the GMSC or VMSC, then the eventSpecificInformationBCSM shall contain the CallForwarded indication and the ForwardingDestinationNumber.

For O_Answer or T_Answer it shall contain the following information, if available:

-
The destination address for the call;

-
The OR indicator, in the case that the call was subject to Basic Optimal Routeing, as specified in 3GPP TS 23.079 [8];

-
The forwarding indicator, in the case that the Call Forwarding Supplementary Service was invoked;

-
The charge indicator.
-
The active bearer capability:
This parameter indicates the type of the bearer capability connection or the transmission medium requirements to the user.

-
The active ext‑Basic Service Code:
This parameter indicates the active Basic Service Code.

For O_Mid_Call and T_Mid_Call it shall contain the detected digit string, in accordance with the criterion defined in the RequestReportBCSMEvent operation.

For Call_Accepted, O_Term_Seized, O_Change_Of_Position and T_Change_Of_Position it shall contain the following information:

-
locationInformation:
This parameter indicates the location of the MS.
For O_Disconnect and T_Disconnect it shall contain the "releaseCause", if available.

For O_Abandon" it may contain the following parameter, if available.

-
routeNotPermitted:
This parameter indicates that the O-Abondon event is triggered because call set up shall not be invoked in this MSC due to the rules of Basic Optimal Routeing.
-
legID:
This parameter indicates the party in the call for which the event is reported. The gsmSSF shall use the option "receivingSideID" only.

-
receivingSideID:
If not included, then the following defaults are assumed:

"legID" = 1 for the events O_Abandon and T_Abandon,

"legID" = 2 for the events Route_Select_Failure, O_Busy, O_No_Answer, O_Answer, T_Busy, O_Term_Seized, Call_Accepted, T_No_Answer and T_Answer.

The "legID" parameter shall always be included for the events O_Disconnect and T_Disconnect.

-
miscCallInfo:
This parameter indicates Detection Point (DP) related information.

-
messageType:
This parameter indicates whether the message is a request, i.e. resulting from a "RequestReportBCSMEvent" with monitorMode = interrupted, or a notification, i.e. resulting from a "RequestReportBCSMEvent" with "monitorMode" = "notifyAndContinue".

-- First modified section --

5.1
Data types

.  . .

oAnswerSpecificInfo




[5] SEQUENCE {



destinationAddress




[50] CalledPartyNumber {bound}


OPTIONAL,



or-Call







[51] NULL







OPTIONAL,



forwardedCall





[52] NULL







OPTIONAL,



chargeIndicator





[53] ChargeIndicator




OPTIONAL,

    activeBearerCapability



[54] BearerCapability {bound}


OPTIONAL,


    activeExt-basicServiceCode


[55] Ext-BasicServiceCode



OPTIONAL,


...



},

. . .


tAnswerSpecificInfo




[10] SEQUENCE {



destinationAddress




[50] CalledPartyNumber {bound}


OPTIONAL,



or-Call







[51] NULL







OPTIONAL,



forwardedCall





[52] NULL







OPTIONAL,



chargeIndicator





[53] ChargeIndicator




OPTIONAL,


    activeBearerCapability



[54] BearerCapability {bound}


OPTIONAL,


    activeExt-basicServiceCode


[55] Ext-BasicServiceCode



OPTIONAL,


...



},

-- For Information --

Annex A (normative):
Mapping between CAP and ISUP

A.1
InitialDP operation

Table A.1

	ISUP message
IAM (Note 1)
	CAP Operation
InitialDP

	Called party number
	CalledPartyNumber

	Calling party number
	CallingPartyNumber

	Calling party's category
	CallingPartysCategory

	Location number
	LocationNumber

	Original called number
	OriginalCalledPartyID

	User teleservice information (1st priority)

High layer compatibility IE contained in access transport (2nd priority) (Note 2)
	HighLayerCompatibility

	Generic number "additional calling party number"
	AdditionalCallingPartyNumber

	User service information prime (1st priority)

User service information (2nd priority) (Note 3)
	BearerCapability

	User service information (Note 3)
	BearerCapability2

	Redirecting number
	RedirectingPartyID

	Redirection information
	RedirectionInformation

	Call diversion treatment indicators


	ServiceInteractionIndicatorsTwo.Call diversion treatment indicators

	Conference treatment indicators


	ServiceInteractionIndicatorsTwo.Conference treatment indicators


NOTE 1:
Optional parameters may be absent, i.e. they are only mapped only if these parameters are available at the DP.

NOTE 2:
If two high layer compatibility information elements are contained in the access transport parameter, then the second information element, carrying the preferred HLC, is mapped to the CAP highLayerCompatibility parameter.

NOTE 3:
If User service information prime and User service information are present, then one of the following two mapping rules shall be applied. The principles for the choice of mapping rule are specified in 3GPP TS 23.078 [7].
· One of User service information prime or User service information is mapped to Bearer Capability.

User service information prime is mapped to BearerCapability and User service information is mapped to Bearer Capability2.
CR editor’s note: Change the latter text also to a bullet.

-- Next modified section --

A.8
EventReportBCSM operation

	ISUP message
IAM
	CAP Operation
InitialDP

	User service information prime (1st priority)

User service information (2nd priority) (Note 1)
	ActiveBearerCapability


NOTE 1:
The principles for the choice of mapping rule are specified in 3GPP TS 23.078 [7].
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