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-- First modified section --

4.5.2
Handling of mobile originated calls

4.5.2.1
Handling of mobile originated calls in the originating MSC

The functional behaviour of the originating VMSC is specified in 3GPP TS 23.018 [12]. The procedures specific to CAMEL are specified in this subclause:

-
Procedure CAMEL_OCH_MSC_INIT;
· Procedure CAMEL_SDS_MO_INIT;
· Procedure CAMEL_NDS_MO_INIT;
-
Procedure CAMEL_MO_Dialled_Services;

-
Procedure CAMEL_OCH_MSC_ALERTING;

-
Procedure CAMEL_OCH_MSC_ANSWER;

-
Procedure CAMEL_OCH_MSC1;

-
Procedure CAMEL_OCH_MSC2;

-
Procedure CAMEL_OCH_MSC_DISC1;

-
Procedure CAMEL_OCH_MSC_DISC2;

-
Procedure CAMEL_OCH_MSC_DISC3;

-
Procedure CAMEL_OCH_MSC_DISC4;

-
Procedure CAMEL_Disconnect_CTR_SRF;

-
Procedure CAMEL_OCH_ETC;

-
Procedure CAMEL_OCH_CTR;

-
Procedure CAMEL_Start_TNRy;

-
Procedure CAMEL_Stop_TNRy;

-
Procedure CAMEL_Store_Destination_Address;

-
Procedure CAMEL_Modify_CUG_Info;

-
Procedure CAMEL_N_CSI_CHECK_MSC;

-
Procedure CAMEL_OCH_LEG1_MSC;

-
Procedure CHECK_DIGIT_STRING_MSC;

-
Process CAMEL_OCH_LEG2_MSC;

-
Process CAMEL_OCH_RECONNECT_MSC;

-
Procedure CAMEL_EXPORT_LEG_MSC;

-
Process CAMEL_O_CHANGE_OF_POSITION_MSC.

NOTE:
Procedure CAMEL_OCH_MSC_DISC3 applies to CAMEL Phase 1 only.

The procedure Send_Access_Connect_If_Required is specified in 3GPP TS 23.018 [12].

The procedure CAMEL_OCH_LEG1_MSC supervises the originating party only. The process CAMEL_OCH_LEG2_MSC supervises the terminating party only. Hence, signals from the BSS are received by the procedure CAMEL_OCH_LEG1_MSC and signals from the destination exchange are received by the process CAMEL_OCH_LEG2_MSC.

The following paragraphs give details on the behaviour of the MSC in the procedures CAMEL_OCH_MSC_INIT, CAMEL_OCH_ETC, CAMEL_OCH_ANSWER and CAMEL_Store_Destination_Address.

. . . 


Figure 4.12-4: Procedure CAMEL_SDS_MO_INIT (sheet 4)
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Figure 4.13-4: Procedure CAMEL_NDS_MO_INIT (sheet 4)
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-- Next modified section --

4.5.5
Handling of forwarded calls

The handling of forwarded calls in the GMSC or the terminating VMSC is specified in 3GPP TS 23.018 [12]. The processes and procedures specific to CAMEL are specified in this subclause.

-
Procedure CAMEL_Check_ORLCF_VMSC; 

-
Procedure CAMEL_CF_MSC_INIT;
· Procedure CAMEL_SDS_CF_INIT;
· Procedure CAMEL_NDS_CF_INIT;
-
Procedure CAMEL_CF_MSC_ALERTING;

-
Procedure CAMEL_CF_MSC_ANSWER;

-
Procedure CAMEL_CF_ETC;

-
Procedure CAMEL_CF_CTR;

-
Procedure CAMEL_MT_CF_LEG1_MSC;

-
Process CAMEL_MT_CF_LEG2_MSC;

-
Procedure CAMEL_MF_RECONNECT_MSC.

The procedure CAMEL_MT_CF_LEG1_MSC supervises the originating party only. The process CAMEL_MT_CF_LEG2_MSC supervises the forwarding-to party only. Hence, signals from the originating exchange are received by the procedure CAMEL_MT_CF_LEG1_MSC and signals from the destination exchange are received by the process CAMEL_MT_CF_LEG2_MSC.

A mobile terminated call can be forwarded either in the GMSC (indicated by provision of Forwarded-To-Number from the HLR or gsmSCF) or in the MSC (indicated by provision of Forwarded-To-Number from the VLR).

. . .


Figure 4.78-4: Procedure CAMEL_SDS_CF_INIT (sheet 4)
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Figure 4.79-4: Procedure CAMEL_NDS_CF_INIT (sheet 4)
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