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*** For Information ***

Extracts from 3GPP TS 23.078 V5.6.0

4.6.2 gsmSCF to gsmSSF information flows

...

4.6.2.4
Call Information Request

4.6.2.4.1
Description

…

4.6.2.4.2
Information Elements

	Information element name
	Status
	Description

	Requested Information Type List
	M
	This IE is described in a table below.

This IE specifies a list of specific items of information which are requested.

	Leg ID
	M
	This IE indicates the party in the call for which the information shall be collected. 


…

4.6.2.14
Furnish Charging Information

4.6.2.14.1
Description

…

4.6.2.14.2
Information Elements

	Information element name
	Status
	Description

	FCI Billing Charging Characteristics
	M
	This IE is described in a table below.


FCI Billing Charging Characteristics contains the following information element:

	Information element name
	Status
	Description

	FCIBCCCAMEL Sequence 1
	M
	This IE is described in a table below.


FCIBCCCAMEL Sequence 1 contains the following information elements:

	Information element name
	Status
	Description

	Free Format Data
	M
	This IE contains the free format data to be inserted in the CAMEL logical call record.

	Party To Charge
	M
	This IE indicates the party for whom a CAMEL logical call record will be created.

	…
	
	


…

4.6.2.21
Send Charging Information

4.6.2.21.1
Description

…

4.6.2.21.2
Information Elements

	Information element name
	MO
	MF
	MT
	VT
	NC
	NP
	Description

	SCI Billing Charging Characteristics
	M
	-
	-
	M
	-
	-
	This IE defines the Advice Of Charge related information to be provided to the Mobile Station.

	Leg ID
	M
	-
	-
	M
	-
	-
	This IE indicates the leg to which the charging information shall be sent.


…

4.6.2.19
Request Report BCSM Event

4.6.2.19.1
Description

…

4.6.2.19.2
Information Elements

	Information element name
	MO
	MF
	MT
	VT
	NC
	NP
	Description

	BCSM Event
	M
	M
	M
	M
	M
	M
	This IE specifies the event or events for which a report is requested.


BCSM Event contains the following information elements:

	Information element name
	MO
	MF
	MT
	VT
	NC
	NP
	Description

	Event type
	M
	M
	M
	M
	M
	M
	This IE specifies the type of event for which a report is requested.

	Leg ID
	C
	C
	C
	C
	C
	M
	This IE indicates the party in the call for which the event shall be armed or disarmed.

	…
	
	
	
	
	
	
	


…
*** First Modification ***
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Figure 4.113-5: Process CSA_gsmSSF (sheet 5)
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