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	Reason for change:
(

	The description of MSC Address in Initial DP (IDP) specifies the following conditions for the NP leg:

For the NP case, the MSC address carries the international E.164 address of the serving VMSC (the NP case in the GMSC will not cause an Initial DP IF).

That description implies that an NP leg that is created in the GMSC will not lead to D-CSI triggering or N-CSI triggering. However, D-CSI may also be sent to GMSC. Hence, an NP leg created in the GMSC may result in D-CSI triggering. Furthermore, the NP leg created in the GMSC may also result in N-CSI triggering.

Therefore, the description of the MSC Address for the NP call case shall not preclude NP call leg triggering from GMSC.

The Call Reference Number shall also a have a description for the NP case.

	
	

	Summary of change:
(

	1. Correct the description of MSC Address in IDP for NP calls.

2. Correct the description of Call Reference Number in IDP for NP calls.

	
	

	Consequences if 
(

not approved:
	1. Wrong MSC address and/or Call Reference Number may be sent to gsmSCF. As a result there would be prepay charging problems in a NP call case.

2. Potential incompatibility. The gsmSCF may reject Initial DP from a GMSC if the triggering is done for a NP leg.

3. Missing CAP dialogue. The MSC/SSP may not trigger in a NP call in the GMSC. This may lead to poor service or prepay charging fraud.
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	Other comments:
(

	“NP” means New Party which is created by gsmSCF with a Initial Call Attempt operation.


*** First Modification ***

4.6.1.8
Initial DP

4.6.1.8.1
Description

This IF is generated by the gsmSSF when a trigger is detected at a DP in the BCSM, to request instructions from the gsmSCF.

4.6.1.8.2
Information Elements

(Note: IEs in the NC columns in this IF may need further study.)

	Information element name
	MO
	MF
	MT
	VT
	NC
	NP
	Description

	…
	
	
	
	
	
	
	

	Call Reference Number
	M
	M
	M
	M
	-
	M
	This IE may be used by the gsmSCF for inclusion in a network optional gsmSCF call record. It has to be coupled with the identity of the MSC which allocated it in order to define unambiguously the identity of the call.

For MO calls, the call reference number is set by the serving VMSC and included in the MO call record.

For MT calls, the call reference number is set by the GMSC and included in the RCF call record in the GMSC and in the MT call record in the terminating MSC.

For VT calls, the call reference number is set by the GMSC and included in the RCF call record in the GMSC and in the MT call record in the terminating MSC.

For MF calls, the call reference number is set by the GMSC and included in the CF record in the forwarding MSC.
For NP calls, see the corresponding call case above (MO, MT, VT or MF).

	…
	
	
	
	
	
	
	

	MSC Address
	M
	M
	M
	M
	-
	M
	For MO calls, the MSC Address carries the international E.164 address of the serving VMSC.

For MT calls, the MSC Address carries the international E.164 address of the GMSC.

For VT calls, the MSC Address carries the international E.164 address of the serving VMSC.

For MF calls, the MSC Address carries the international E.164 address of the forwarding MSC.
For NP calls, see the corresponding call case above (MO, MT, VT or MF).

	GMSC Address
	-
	M
	-
	M
	-
	S
	For MF calls, the GMSC Address carries the international E.164 address of the GMSC. 

For VT calls, the GMSC Address carries the international E.164 address of the GMSC.
For NP calls, the GMSC Address is mandatory if the new party is initiated in an MF call or in a VT call, otherwise it shall be absent. The GMSC Address carries the international E.164 address of the GMSC.

	…
	
	
	
	
	
	
	


…
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