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Reason for 
change:
The present contribution addresses the following issues for CAMEL Phase 3:


(1) increase of free-format data in the FCI message, from 40 to 80 octets

(2) introduction of the append mechanism for the FCI message
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Other 
comments:
These functional modifications of features apply to FCI for circuit switched calls, MO SMS and GPRS.

The required changes to the SDL’s for SMS and GPRS will be addressed by other contributions already.


***   First modified section   ***

4.5.7.5
Process gsmSSF and procedures

<unmodified SDL’s>

(*** old SDL ***)



(*** new SDL ***)
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***   Next modified section   ***

4.6.2.13
Furnish Charging Information

4.6.2.13.1
Description

This IF is used to request the gsmSSF to include call related information in the CAMEL specific logical call record. 

4.6.2.13.2
Information Elements

The following information elements are required:

Information element name
MO
MF
MT
Description

FCI Billing Charging Characteristics
M
M
M
This IE is described in the next table.

M
Mandatory (The IE shall always be sent)

FCI Billing Charging Characteristics contains the following information:

Information element name
MO
MF
MT
Description

FCIBCCCAMEL Sequence 1
M
M
M
This IE is described in the next table.

M
Mandatory (The IE shall always be sent)

FCIBCCCAMEL Sequence 1 contains the following information:

Information element name
MO
MF
MT
Description

Free Format Data
M
M
M
This IE is a free format data to be inserted in the CAMEL logical call record.

Party To Charge
M
M
M
This IE indicates the party for whom a CAMEL logical call record will be created.

Append Free Format Data
O
O
O


This IE indicates that the gsmSSF shall append the free format data to the Logical call record.

· If this IE is present, the gsmSSF shall append the free format data received in this IF to the free format data already present in the Logical call record for that leg of the call.

· If this IE is absent, then the gsmSSF shall overwrite all free format data already present in the Logical call recird for that leg of the call, by the free format data received in this IF.

If no Logical call record exists yet for that leg of the call, then the gsmSSF shall omit this IE.  

M
Mandatory (The IE shall always be sent)

O
Optional (Service logic dependent)

***   Next modified section   ***

6.6.2.6

Furnish Charging Information GPRS

6.6.2.6.1
Description

This IF is used to request the gprsSSF to include information in the CAMEL specific logical call record. 

6.6.2.6.2

Information Elements

Information element name
Required 
Description

FCI Billing Charging Characteristics
M
This IE is described in the next table.

M
Mandatory (The IE shall always be sent)

FCI Billing Charging Characteristics contains the following information:

Information element name
Required
Description

FCIBCCCAMEL Sequence 1
M
This IE is described in the next table.

M
Mandatory (The IE shall always be sent)

FCIBCCCAMEL Sequence 1 contains the following information:

Information element name
Required
Description

Free Format Data
M
This IE is a free format data to be inserted in the CAMEL logical call record. 

Append Free Format Data
O

This IE indicates that the gprsSSF shall append the free format data to the Logical call record.

· If this IE is present, the gprsSSF shall append the free format data received in this IF to the free format data already present in the Logical call record for that session or PDP Context.

· If this IE is absent, then the gprsSSF shall overwrite all free format data already present in the Logical call recird for that session or PDP Context, by the free format data received in this IF.

If no Logical call record exists yet for that session or PDP Context, then the gprsSSF shall omit this IE.

M
Mandatory (The IE shall always be sent)

O  Optimal (Service logic dependent)

***   Next modified section   ***

7.6.2.4

Furnish Charging Information SMS

7.6.2.4.1
Description

This IF is used to request the gsmSSF to include information in the CAMEL specific logical call record. 

7.6.2.4.1

Information Elements

Information element name
MO

SMS
Description

FCI Billing Charging Characteristics
M
This IE is described in the next table.

M
Mandatory (The IE shall always be sent)

FCI Billing Charging Characteristics contains the following information:

Information element name
MO

SMS
Description

FCIBCCCAMEL Sequence 1
M
This IE is described in the next table.

M
Mandatory (The IE shall always be sent)

FCIBCCCAMEL Sequence 1 contains the following information:

Information element name
MO

SMS
Description

Free Format Data
M


This IE indicates that the gsmSSF shall append the free format data to the Logical call record.

· If this IE is present, the gsmSSF shall append the free format data received in this IF to the free format data already present in the Logical call record.

· If this IE is absent, then the gsmSSF shall overwrite all free format data already present in the Logical call record, by the free format data received in this IF.

If no Logical call record exists yet, then the gsmSSF shall omit this IE.

M
Mandatory (The IE shall always be sent)
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