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Reason for 
change:
Parameter CollectedDigits contains, amongst others, sub-parameters ‘firstDigitTimeOut’ and ‘interDigitTimeOut’. However, it is currently not specified what time unit to use for these parameters.

The current CR specifies that seconds shall be used for these parameters.
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*** First Modified Section ***

5
Common CAP Types

5.1
Data types

-- The Definition of Common Data Types follows

CAP-datatypes {ccitt(0) identified-organization(4) etsi(0) 3gpp(?)umts-network(1) modules(3) CAP-datatypes (50) version3(0)}

…

…

ChargingResult 





::= CHOICE {



transferredVolume



[0] TransferredVolume,



elapsedTime





[1]
ElapsedTime



}

CliPresentationIndicator


::= OCTET STRING (SIZE (1))

-- Indicates the Presentation Indicator to be used in the Calling Party Number.

-- Bits 8, 7, 6, 5, 2 and 1 are spare, encoded as 1 by the sender and ignored by the receiver.

-- Bits 4 and 3 encode the Address presentation restricted indicator in the Calling Party Number

-- as shown in ITU‑T Recommendation Q.763

CollectedDigits 






::= SEQUENCE {


minimumNbOfDigits

[0] INTEGER (1..16)
DEFAULT 1,


maximumNbOfDigits

[1] INTEGER (1..16),


endOfReplyDigit


[2] OCTET STRING (SIZE (1..2))
OPTIONAL,


cancelDigit



[3] OCTET STRING (SIZE (1..2))
OPTIONAL,


startDigit



[4] OCTET STRING (SIZE (1..2))
OPTIONAL,


firstDigitTimeOut

[5] INTEGER (1..127)


OPTIONAL,


interDigitTimeOut

[6] INTEGER (1..127)


OPTIONAL,


errorTreatment


[7] ErrorTreatment



DEFAULT stdErrorAndInfo,


interruptableAnnInd

[8] BOOLEAN





DEFAULT TRUE,


voiceInformation

[9] BOOLEAN





DEFAULT FALSE,


voiceBack



[10] BOOLEAN




DEFAULT FALSE


}

-- The use of voiceBack and the support of voice recognition via voiceInformation

-- is network operator specific.

-- The endOfReplyDigit, cancelDigit, and startDigit parameters have been designated

-- as OCTET STRING, and are to be encoded as BCD, one digit per octet only,

-- contained in the four least significant bits of each OCTET.

-- The usage is service dependent.

-- firstDigitTimeOut and interDigitTimeOut are measured in seconds.

CollectedInfo 







::= CHOICE {


collectedDigits


[0] CollectedDigits


}

…

…

