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Reason for 
change:

The CWA operation in the latest version includes OriginalCalledPartyNumber (OCD#), RedirectingNumber, RedirectionCounter, RedirectingReason and Original Reason. However, CS-2 CWA does not include these information elements. If we have these IEs, then the MSC/SSP functionality should be defined more carefully:

1. Does the MSC increment counters, set redirecting and original reason, and set the OCD# and RedirectingNumber; prior or after the SCP visit?

2. What shall MSC/SSP do when it receives partial information, e.g. Redirection counter but no RedirectingNumber? I.e. shall it update those fields as it does normally in the GSM Call Forwarding, or use the original values?

Note that as part of normal functionality forwarding MSC sets the all the redirecting information in a regular GSM based call forwarding. If the SCP/CSE is allowed to modify RedirectingInformation also in GSM CF, then the interaction with these settings needs more detailed specification. Since there is no real service requirement to modify redirection information also in the GSM based CF, Nokia proposes to rely on the MSC/SSP settings of the redirection information.  Note also that the SCP can modify redirection information in the CAMEL based CFs already in CAMEL phase 2.
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Other 
comments:


****    FIRST MODIFIED SECTION    ****

4.6.2.8
Continue With Argument

4.6.2.8.1
Description

This information flow requests the gsmSSF to proceed the call processing with modified information at the DP at which it previously suspended call processing to await gsmSCF instructions. The gsmSSF completes DP processing, and continues basic call processing (i.e., proceeds to the next point in call in the BCSM) with the modified call setup information as received from the gsmSCF.

4.6.2.8.2
Information Elements

The following information elements are required:

Information element name
MO
MF
MT
VT
Description

Alerting Pattern
-
-
O
O
This parameter indicates the kind of Alerting Pattern to be applied.

Calling Partys Category
O
O
O
O
This IE indicates the type of calling party (e.g., operator, pay phone, ordinary subscriber).

Generic Number
O
O
O
O
This IE contains the generic number. Its used to convey the additional calling party number, which e.g. could be used to modify the calling line ID presented to the called user.

NA Carrier Information
O
O
O
O
This IE is described in the next table.

NA Originating Line Information
O
O
O
O
This IE identifies the type of number in the NA Charge Number (e.g. subscriber versus PLMN operator number).

NA Charge Number
O
O
O
O
This IE identifies the chargeable number for the usage of a North American carrier.






















Suppression Of Announcements
-
-
O
O
This IE indicates that announcements or tones generated as a result of unsuccessful call setup shall be suppressed.

Service Interaction Indicators Two
O
O
O
O
See the Information Flow table of the Connect operation for an explanation of this parameter.
For Mobile Terminated calls, this parameter may only be sent to the VMSC.

CUG Interlock Code
O
O
O
O
See 3G TS 23.085 [9] for details of this IE.

Outgoing Access Indicator
O
O
O
O
See 3G TS 23.085 [9] for details of this IE.

O
Optional (Service logic dependent)

-
Not applicable

NA Carrier Information contains the following information:

Information element name
MO
MF
MT
VT
Description

NA Carrier Identification Code
M
M
M
M
This IE uniquely identifies a North American long distance carrier.

NA Carrier Selection Information
M
M
M
M
This IE indicates the way the carrier was selected e.g.:
-
dialled
-
subscribed

M
Mandatory (The IE shall always be sent)
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