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*** First Modified Section ***

10.2.2
Any Time Modification

Handling of Any Time Modification involves the following process:

· CAMEL_ATM_HLR.

The following procedures are involved:

· ATM_Modify_Data
This procedure checks which data shall be modified and calls the appropriate data modification procedure.
· ATM_Modify_CSI_Data
If the CSI indicated in the ATM request is not available in the HLR, then an error is returned.
Otherwise, the CSI state and/or Notification-to-CSE flag are set as instructed with the ATM request.
· ATM_Modify_CF_Data
When only the SS-code and (optionally) a Basic Service code are present in the ATM request, then all Call Forwarding data is erased.
Otherwise, the behaviour is as follows:
· If a valid SS state is present in the ATM request, then an SS state transition is performed

· If a valid FTN, FTN sub address or No Reply Condition Time is present in the ATM request, then the indicated variable is modified.

· If an instruction to modifiy the notification-to-CSE flag is present in the ATM request, then the notification-to-CSE flag is modified.
· ATM_Modify_CB_Data
When only the SS-code and (optionally) a Basic Service code are present in the ATM request, then all Call Barring data is erased.
Otherwise, the behaviour is as follows:

· If a valid SS state is present in the ATM request, then an SS state transition is performed

· If a valid Password or ‘Wrong password attempt counter’ is present in the ATM request, then the indicated variable is modified.

· If an instruction to modifiy the notification-to-CSE flag is present in the ATM request, then the notification-to-CSE flag is modified.


· 
· 
· 
· 
· 
· 
After having executed the Any Time Modification instruction from the gsmSCF, the HLR calls the procedure CAMEL_NSDC_HLR, which sends notifications to gsmSCF(s), if required.
 Support for this procedure is a network operator option.
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Figure.3a: Process CAMEL_ATM_HLR
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Figure3b: Procedure ATM_Modify_Data
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Figure3c: Procedure ATM_Modify_CSI_Data
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Figure3d: Procedure ATM_Modify_CF_Data
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Figure3e: Procedure ATM_Modify_CB_Data
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