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BE CAREFUL ON REFERENCES TO CAMEL PHASE 1 ITEMS.

It is proposed to update the references "03.18" -> "23.018" in the following SDL figures:

Figure 4.19a: Procedure CAMEL_OCH_ETC (sheet 1)

Figure 4.34b: Procedure CAMEL_MT_ETC (sheet 1)
3 times

Figure 4.35a: Procedure CAMEL_MT_CTR (sheet 1)
2 times

Figure 4.37a: Procedure CAMEL_HLR_INIT (sheet 1) 
2 times

Figure 4.45c: Procedure CAMEL_ICH_MSC_INIT (sheet 3)

Figure 4.54a: Process CAMEL_CF_ETC (sheet 1)

Figure 4.54b: Procedure CAMEL_CF_ETC (sheet 2) 
3 times

Figure 4.55a: Process CAMEL_CF_CTR (sheet 1) 
2 times

Figure 4.68c: Process CAMEL_Assisting_MSC (sheet 3) 
2 times

Further updates of references:

4.3.6.2.1
Translation Information Flag

A flag (TIF) in the CAMEL Subscriber data in the HLR indicates, when the subscriber registers a forwarded-to number, that the HLR shall not attempt to perform any translation, number format checks, prohibited FTN checks, call barring checks (cf. 4.7.2). 

If the flag is absent, this indicates that a translation is needed in the HLR and the usual procedure applies as defined in the current version of 3G TS 23.082 [27]. In particular, the interaction with barring services shall be performed by the HLR at the registration of the FTN.

A flag (TIF) in the CAMEL Subscriber data in the VLR indicates, when the subscriber registers a forwarded-to number, that the VLR shall not attempt to perform any translation, number format checks, prohibited DTN checks, call barring checks (cf. 4.7.2). 

If the flag is absent, this indicates that a translation is needed in the VLR and the usual procedure applies as defined in the current version of 3G TS 23.082 [27]. In particular, the interaction with barring services shall be performed by the VLR at the registration of the DTN.

...

4.5.3.3
Handling of provide roaming number request in the VLR

The functional behaviour of the VLR is specified in 3G 23.018 [3]. The procedure specific to CAMEL is specified in this subclause :

...

4.6.1.4.2
Information Elements

...

Event Specific Information BCSM contains the following information for the O Answer and T Answer cases: 

Information element name
MO
MF
MT
VT
Description

Destination address
M
M
M
M
This IE specifies the destination address for the call leg.

OR
-
C
C
-
This IE indicates that the call was subject to basic Optimal Routeing as specified in 3G 23.079 [35].

Forwarded call
-
M
C
C
This IE indicates that the call has been subject to GSM call forwarding.

M
Mandatory (The IE shall always be sent) 

C
Conditional (The IE shall be sent if its value is True, otherwise it shall not be sent)

-
Not applicable

...

4.6.11.1.1
Description

This IF is described in  3G TS  23.079 [35] and is used to request the GMSC to take over handling the call so that it can be forwarded from the GMSC.

...

4.6.12.2.2
Information Elements

Send Info For Reconnected Call contains the following IE

Information element name
Required
Description

Called number
M
E.164 number of the call destination.

Bearer service
C
Bearer service required for the MO call, derived from the GSM bearer capability information received in the setup request from the MS. One of bearer service or teleservice shall be present.

Teleservice
C
Teleservice required for the MO call, derived from the GSM bearer capability information received in the setup request from the MS or from the emergency setup request from the MS. One of bearer service or teleservice shall be present.

CUG index
C
For the definition of this IE, see 3G TS 23.085 [9]. Shall be present if it was received in the setup request from the MS.

Suppress preferential CUG
C
For the definition of this IE, see 3G TS 23.085 [9]. Shall be present if it was received in the setup request from the MS.

Suppress CUG outgoing access
C
For the definition of this IE, see3G TS 23.085 [9]. Shall be present if it was received in the setup request from the MS.

Suppress O-CSI
C
This IE indicates that O-CSI shall be suppressed.
Shall always be sent in the second interrogation.

M
Mandatory (The IE shall always be sent)

C
Conditional (The IE shall be sent if applicable)

...

4.6.13.2.1
Description

This IF is described in 3G TS 23.018 [3] and is used to instruct the MSC to continue the connection of a waiting call.

...

4.7.2.1
Registration of Call Forwarding

The functional behaviour for the registration of the Call Forwarding supplementary service is defined in 3G TS 23.082 [27]. The procedure specific to CAMEL is defined in this subclause:

...

4.6.2.15.2
Information Elements

...

AOC Before Answer is defined as:

Information element name
MO
MF
MT
VT
Description

AOC Initial
M
-
-
M
This IE contains CAI elements as defined in 3G TS 22.024 [31].

AOC Subsequent
O
-
-
O
See definition in the next table.

M
Mandatory (The IE shall always be sent)

O
Optional (Service logic dependent)

AOCSubsequent is defined as:

Information element name
MO
MF
MT
VT
Description

CAI Elements
M
-
-
M
This IE contains CAI elements as defined in 3G TS 22.024 [31]

Tariff Switch Interval
O
-
-
O
This IE indicates the tariff switch time until the next tariff switch applies.

M
Mandatory (The IE shall always be sent)

O
Optional (Service logic dependent)

AOCAfterAnswer is defined as:

Information element name
MO
MF
MT
VT
Description

CAI Elements
M
-
-
M
This IE contains CAI elements as defined in 3G TS 22.024 [31]

Tariff Switch Interval
O
-
-
O
This IE indicates the tariff switch time until the next tariff switch applies.

M
Mandatory (The IE shall always be sent)

...
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