2G and 3G Specifications Under the Domain of TSG-CN3 / SMG3D
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R99
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CR
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Comments

03.10
GSM PLMN Connection Types
5.4.0
6.0.0
7.0.1
8.0.0
A010
23.910
Working assumption for 3G Bearer services
0.1.0
-
Achim Braun, Alcatel
V1.0.0 Provided by Erik

03.45
Technical Realization of Fax G.3 Service- transparent
5.2.1
6.0.1
7.0.0
8.0.0
A004
23.045
X
X
X

 

03.46
Technical Realization of Fax G.3 Service- Non-transparent
5.0.0
6.0.0
7.0.0
8.0.0

A012
23.146

Technical realization of facsimile group 3 non-transparent
3.0.0
-
Junichiro Hagiwara, NTT

23.146 to be created for UMTS

03.46 is the GSM solution

03.54
Description of the use of a shared inter-working function in a PLMN S2
5.2.0
6.0.0
7.0.0
X
A007
23.054
Description for the use of a Shared Inter Working Function

(SIWF) in a GSM PLMN - Stage 2
3.0.0
-
Tommy Röstö, Telia


03.70
Routeing of calls to / from Public data Network (PDN)
5.0.0
6.0.0
7.0.0
X
A002
23.070
Routeing of calls to/from Public Data Networks (PDN)
3.0.0
-



04.21
Rate Adaptation on MS-BSS Interface 
5.6.1
6.0.1
7.0.2
8.0.0
A014
X
X
X
X
Juha Räsänen, Nokia
GSM ONLY

04.22
Radio Link Prototcol for Data and Telematic services on the MS-BSS and the MS-MSC Interfaces
5.5.1
6.1.0
7.0.1
X
A023
24.022
Radio Link Prototcol for Data and Telematic services on the MS-BSS and the MS-MSC Interfaces 
3.1.0
001
Norbert Klehn, Siemens


07.01
General on Terminal Adaptation Functions (TAF) for Mobile Stations
5.9.1
6.1.0
7.1.1
X
A037
27.001
General on Terminal Adaptation Functions (TAF) for Mobile Stations
3.2.0
003
Erik Colban, Ericsson


07.02
TAF for services using Asynch bearer capabilities
5.5.1
6.0.0
7.0.1
X
A014
27.002
TAF for services using Asynch bearer capabilities 
3.1.0
001
Erik Colban, Ericsson


07.03
TAF for services using Synch bearer capabilities
5.4.1
6.0.0
7.0.0
X
A011
27.003
TAF for services using Synch bearer capabilities
3.1.0
001
Erik Colban, Ericsson


07.60
Mobile Station (MS) Supporting GPRS
5.1.0
6.4.0
7.1.0
X
A018
27.060
Mobile Station (MS) supporting Packet Switched Services
3.2.0
005
Graham Heaton, Brand 


08.20
Rate Adaptation on BSS - MSS Interface
5.3.0
6.0.0
7.0.1
8.1.0
A007
X
X
X
X
Juha Räsänen, Nokia
GSM ONLY

09.03
Signalling requirements on interworking between (ISDN) or (PSTN) and (PLMN)
5.0.0
6.0.0
7.0.0
X
-
X
X
X
X

GSM ONLY  - Not required after R98

09.04
Interworking between the PLMN and the CSPDN
5.0.0
6.0.0
7.0.0
X
-
29.005

X
X
X

GSM ONLY  - Not required after R98

09.05
Interworking between the PLMN and PSPDN for Packet Assembly / Disassembly (PAD) Access
5.0.0
6.0.0
7.0.0
X
010
29.004

X
X
X

GSM ONLY  - Not required after R98

09.06
Interworking between PLMN and

PSPDN / ISDN for support of packet switched data transmission services
5.0.2
6.0.0
7.0.0
X
A003
29.006
Interworking between PLMN and

PSPDN / ISDN for support of packet switched data transmission services
3.0.0
-
Achim Braun, Alcatel


09.07
General requirements on interworking between PLMN and ISDN or PSTN
5.9.1
6.1.0
7.1.1
X
A051
29.007
General requirements on interworking

between PLMN and ISDN or PSTN
3.2.0
004
Norbert Klehn, Siemens


09.13
Signaling interworking between ISDN SS

(ASE) and (MAP)
X
6.0.0
7.0.0

-
29.013

Signaling interworking between ISDN SS

(ASE) and (MAP)
3.0.0
-

Belongs to NSS Ad Hoc

09.61
Interworking between the PLMN supporting GPRS and Packet Data Networks (PDN)
X
6.3.0
7.1.0
X
A012
29.061
Interworking between the Public Land Mobile Network (PLMN) supporting Packet Based Services and Packet Data Networks (PDN)
3.1.0
002
Graham Heaton, Brand Comms
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