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Annex A (Informative):
SDLs
The following SDLs are intended to assist in the interpretation of the text in subclause 10.2.2 and are not intended to
indicate implementation requirements. Therefore these SDLs are informative only.

Procedure DataFlow_HLR Sheet1(1)
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Note: The SDLs presented here are 
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10.2.2 and are therefore informative only.
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Figure A-1 (Sheet 1 of 1): Procedures in the HLR

萩原 淳一郎
(except for the 64kbit/s case)

萩原 淳一郎
In exception to this the BC stored in the HLR is regarded valid if one of the following cases applies:
 If ITC = UDI/RDI and User Rate = 32 kbit/s /56 kbit/s and User information layer 1 protocol = V.110, I.460/X.30 and the stored BC indicates FTM, PIAFS or Multimedia.
 If ITC = 3.1 kHz audio and User Rate = 28.8 kbit/s and Modem Type = V.34 and the stored BC indicates  Multimedia.
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Procedure DataFlow_MSC_VLR Sheet1(1)

Procedure 
employed
in the MSC/VLR

Note: The SDLs presented here are 
indicative of the procedures in section
10.2.2 and are therefore informative only.
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Figure A-2 (Sheet 1 of 1): Procedures in the MSC/VLR

HAGIWARA Junichirou
In exception to this the BC stored in the VLR is retrieved and send to the MS if one of the following cases applies:
 If ITC = UDI/RDI and User Rate = 32 kbit/s /56 kbit/s and User information layer 1 protocol = V.110, I.460/X.30 and the stored BC indicates FTM, PIAFS or Multimedia.
 If ITC = 3.1 kHz audio and User Rate = 28.8 kbit/s and Modem Type = V.34 and the stored BC indicates  Multimedia.


萩原 淳一郎
(except for the 64kbit/s case)


