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3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

APN
Access Point Name

ATM
Asynchronous Transfer Mode

BG
Border Gateway

BOC
Bell Operating Company

CHAP
Challenge Handshake Authentication Protocol

DHCP
Dynamic Host Configuration Protocol

DNS
Domain Name System

DNIC
Data Network Identification Code

DSE
Data Switch Exchange

GGSN
Gateway GPRS Support Node

GTP-U
GPRS Tunnelling Protocol for user plane

IC
Interexchange Carrier 

ICMP
Internet Control Message Protocol

IETF
Internet Engineering Task Force


IP
Internet Protocol

IPv4
Internet Protocol version 4

IPv6
Internet Protocol version 6

ISDN
Integrated Services Digital Network

ISP
Internet Service Provider

LATA
Local Access and Transport Area


LAC
L2TP Access Concentrator

LAN
Local Area Network 

LNS
L2TP Network Server

MIP
Mobile IP 

MS
Mobile Station

MT
Mobile Terminal

MTU
Maximum Transfer Unit

NAI

     Network Access Identifier



PAP
Password Authentication Protocol

PDCP
Packet Data Convergence Protocol
PDN

     Packet Data Network

PDU
Protocol Data Unit

PHF
Packet Handler Function 

PNIC
Pseudo Network Identification Code

PPP
Point-to-Point Protocol

PS
Packet Switched

PPSN
Public Packet Switched Network

PSDN
Packet Switched Data Network

PSPDN
Packet Switched Public Data Network

RADIUS
Remote Authentication Dial In User Service

SGSN
Serving GPRS Support Node

SMDS
Switched Multimegabit Data Service

TE
Terminal Equipment

TEID
Tunnel End-point Identifier

TCP
Transmission Control Protocol

UDP
User Datagram Protocol
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